
LONDON
WATERPROOF LAMINATE

PRODUCT INFORMATION

Total Thickness (mm) 

Class 

CE Certification 

Utilization Class 

Finish 

Bevelled 

Click 

PACK INFORMATION 
Plank Size 

Plank per Box 

Sqft perBox 

Pallet 

CERTIFICATE 

8mm 

AC4 

YES 

Matt Finish 

Painted Beveled 

Unilin drop lock

7.68"x48" (195x1215mm) 

8 

2 0 .40sqft ( 1 .89 54m2) 

70boxes 

Home's Pro Building Materials 

TECHNICAL INFORMATION 

Density 

STC Rating 

IIC Rating

Moisture Content 

Swelling in Thickness 

Surface Soundness 

Bending Strength 

Formaldehyde Releaser (40L) 

Stain  Resistance 

Burning Cigarette Test 

Surface  Resistance to -

High-low Temperature Cycle 

Water  Resistance 

Vapor Resistance 

Scratch  Resistance 

880kg/m3±10kg 

50 

51 

6% 

48 hours within 3%, 

72 hours within 5% 

X: 1.6; Xmin: 1.0 

X:40.0; Xmin: 28.0 

0.23 (Carb 2) 

No visible change 

Bfl-51 

No visible change 

100% 

No visible change 

2000rolls 

Technical data is supplied by the manufacturer and is subject to change at any time. Home's Pro does not provide warranties as to the specifications of any product.



LONDON
RÉSISTANT À L’EAU PLANCHER STRATIFIÉ

INFORMATION PRODUIT

Épaisseur totale (mm) 

Classe

Certification CE 

Classe d'utilisation  

Finition

Biseauté

Clique

INFORMATIONS SUR L'EMBALLAGE

Taille de la planche 

Planche par boîte 

Sqft par boîte 

Palette 

CERTIFICAT 

8mm 

AC4 

OUI 

Finition Mat 

Peint-Biseauté 

Unilin drop lock

7.68"x48" (195x1215mm) 

8 

2 0 .40sqft ( 1 .89 54m2)  

70 boîtes 

Home's Pro Building Materials 

INFORMATIONS TECHNIQUES

Densité

Classement STC

Classement STC

Teneur en humidité 

Gonflement en épaisseur

Solidité Surface

Résistance à la flexion           

Libérateur de formaldéhyde (40L) 

Résistance aux taches

Test surface de cigarette allumée     

Résistance de surface au cycle   

haute-basse température 

Résistance à l'eau

Résistance à la vapeur         

Résistance à la rayure

880kg/m3±10kg 

50 

51 

6% 

3% dans les 48 heures ,    

5% dans les 72 heures    

X: 1.6; Xmin: 1.0      

X:40.0; Xmin: 28.0       

0.23 (Carb 2) 

Pas de changement visible 

Bfl-51 

Pas de changement visible

100% 

Pas de changement visible 

2000 rouleaux

Technical data is supplied by the manufacturer and is subject to change at any time. Home's Pro does not provide warranties as to the specifications of any product.
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