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THE ORIGINAL

PCA-0100
Transport case with
molded shapes  
for PCW5000 winch  
and accessories.

Protect your
investment  
with one of  
our transport  
cases.

•  The Working Load Limit (WLL) is the maximum load which should not 
be exceeded under any condition. 

•  The Minimum Breaking Strength (MBS) is observed during a  
destructive test. You should divide it by an appropriate safety factor.

The newton is the International System unit for force; it is equal to the 
amount of net force required to accelerate a mass of one kilogram at a 
rate of one meter per second squared.

CONVERSION CHART 
 kN TON (M) KG LB
 1 0.1 101.97 225
 9.81 1 1000 2200
 0.01 -- 1 2.2
 -- -- 0.45 1

PCA-1271
Swing side self-blocking
aluminium pulley.
1 sheave 62 mm diameter.
MBS: 40 kN

DouBLe BraIDeD poLYeSTer ropeS 
12 mm – MBS: 3300 kg.
PCA-1215M – 50 m
PCA-1213M – 100 m*
PCA-1214M – 150 m
PCA-1216M – 200 m*
PCA-1218M – 300 m*
* available with splice and thimble at each end.

10 mm – MBS: 2200 kg
PCA-1205M – 50 m
PCA-1203M – 100 m*
PCA-1206M – 200 m

PCA-1272
Double swing side self-blocking
aluminium pulley.
2 sheaves 62 mm diameter.
MBS: 40 kN

PCA-1372
Hppe rope choker  
10 mm x 2,1 m with steel rod.
MBS: 69 kN

PCA-1273
Stainless steel double swing side  
snatch block. 2 aluminium sheaves 
100 mm diameter. 
WLL: 44 kN

GraB HookS
For chain 6 to 7 mm diameter. WLL : 20 kN 
PCA-1280
PCA-1282 – with latch  

PCA-1295
Choker chain 6 mm x 2,1 m  
with C-Hook and steel rod.
MBS: 55 kN 

PCA-1274
Stainless steel swing side snatch 
block. 1 aluminium sheave 
100 mm diameter. 
WLL: 22 kN

PCA-1281
Safety hook with latch.
WLL: 7,3 kN

PCA-1151
Spark arrestor for  
Honda engine  
GXH-50.

PCA-1290
Skidding cone for logs  
up to 50 cm diameter.

rope BaGS
PCA-1255 – Small - Holds 50 m  
PCA-1256 – Medium (w/shoulder straps) - Holds 100 m
PCA-1257 – Large - Holds 150 m
PCA-1257XL – X-Large - Holds 200 m
Storage capacity calculated with 12 mm rope.  
 

poLYeSTer SLINGS 60 mm wide  
Capacity u-Shape: 4000 kg.
PCA-1258 – 3 m
PCA-1259 – 2,5 m
PCA-1260 – 2 m

FULL RANGE OF ACCESSORIES AVAILABLE:

PCA-1263
Tree/pole mount w/anchor strap  
50 mm x 3 m. 
use with pCa-1264 or pCa-1268.

PCA-1261
Hitch plate winch anchor.  
Fits towing balls up to  
50 mm diameter.

PCA-1264
Vertical pull winch support.
Fits on pCa-1263, pCa-1265  
or pCa-1267.

PCA-1268
Winch support plate with bent pin. Fits on pCa-1263, pCa-1265 or pCa-1267.

PCA-1267
receiver hitch square tubing 
50 mm with bent pin.
use with pCa-1264  
or pCa-1268.

PCA-1292 
Swing side aluminium pulley.
1 aluminium sheave 63 mm 
diameter.
MBS: 50 kN

SaFeTY LIpS 
For PCH1000 and PCT1800 only.
10-0042 – For capstan drum 57 mm
10-0044 – For capstan drum 85 mm

CapSTaN DruMS 
PCA-1110 – 57 mm w/rope guide
PCA-1100 – 85 mm w/rope guide

STeeL LoCkING CaraBINerS 
PCA-1276 – MBS: 25 kN
PCA-1701 – MBS: 70 kN
PCA-1702 – MBS: 50 kN

Padded waterproof cases
PCA-0340 – For PCW5000
PCA-0350 – For PCH1000 & 
PCT1800
Lifetime warranty.

*

SHaCkLeS
PCA-1279 – 13 mm – WLL: 19,6 kN 
PCA-1277 – 16 mm – WLL: 31,9 kN
PCA-1278 – 20 mm – WLL: 46,6 kN

PCA-1266
Heck-pack anchor system.
Clamps securely to any 50 mm towing ball  

to provide a quick, strong winch anchor  
point when bolted to pCa-1265  

and coupled with  
pCa-1264 or  

pCa-1268.PCA-1265
Heck-pack anchor system adaptor.
Bolts on pCa-1266.
use with pCa-1264 or pCa-1268.



USE OUR CAPSTAN WINCHES FOR ANY OF THESE APPLICATIONS AND MORE...

SEARCH AND RESCUE OPERATIONS

PULLING WIRES, FIBER OPTIC OR CABLES

YOUR IMAGINATION IS THE ONLY LIMIT!

ALL 4 MODELS CAN BE CARRIED AND ATTACHED ANYWHERE 
USING THE DIFFERENT ANCHORING ACCESSORIES

LIFTING EQUIPMENT, TRANSFORMERS RAISING TOWERS

FORESTRY, ARBORICULTURE, HUNTING
PULLING WATER FENCES,

DOCKS, BOATS

 57 mm 85 mm 57 mm 85 mm 57 mm 85 mm 57 mm 85 mm
 1000 kg 635 kg 500 kg 350 kg 775 kg 540 kg 1000 kg 820 kg
 PCW5000 and PCW5000-HS are not 250 kg 175 kg 250 kg
 designed for lifting 

  57 mm 85 mm 57 mm (w/safety lip) 85 mm (w/safety lip)
  85 mm 57 mm 85 mm (w/safety lip) 57 mm (w/safety lip)

 Yes No No idle on electric motors

 57 mm 85 mm 57 mm 85 mm 57 mm 85 mm 57 mm 85 mm
 12  18  24  36  12  18  7  10.5
 16 kg 19 kg 50 Hz: 27 kg / 60 Hz: 24 kg

 Continuous 25% (15 min./hour to prevent  
  motor overheating)

 
 37,1 cm 50,5 cm 55,6 cm
 36,6 cm 36,6 cm 36,6 cm
 36,6 cm 36,6 cm 36,6 cm

 Double braided polyester – Unlimited length
  
 10 mm
 16 mm

  Double braided polyester – Unlimited length
  Splice and thimble mandatory for lifting applications
 PCW5000 and PCW5000-HS are not 12 mm
 designed for lifting 13 mm

 5 years 2 years 2 years
 1 year 1 year 1 year
 Honda Int’l Warranty Honda Int’l Warranty Baldor Int’l Warranty
 

Polyester sling 60 mm x 2 m
Different types of anchors according to the task

Full line of accessories

Presence in more than 30 countries

ROPE GRABBING SYSTEM

CAPACITY WITH DRUM
 MAX. PULLING FORCE:
 RATED LIFTING CAP.:

CAPSTAN DRUMS
 INSTALLED:
 OPTIONAL:

TURNS AT IDLE:

SPEED WITH DRUM
 meters/minute

UNIT WEIGHT (DRY)

WORK CYCLE

DIMENSIONS
 Length:
 Width:
 Height:

ROPE
 PULLING  
   MINIMUM DIAMETER:
   MAXIMUM DIAMETER:

 LIFTING
    
   MINIMUM DIAMETER:
   MAXIMUM DIAMETER:

WARRANTY
WINCH COMPONENTS:
     PRIVATE:
     COMMERCIAL:
ENGINE:

ANCHORS
   INCLUDED:
   OPTIONAL:

ACCESSORIES

SERVICE

PORTABLE CAPSTAN WINCHES LINE-UP & SPECS

FEATURES PCW5000 PCW5000-HS PCH1000 PCT1800 (50 Hz and 60 Hz)
    APPLICATION Pulling Pulling / Lifting

4-Stroke Honda GXH-50 ccENGINE

GEAR BOX & GEARS

GEAR RATIO

BRAKE

CLUTCH

50 Hz: AC Electric Baldor TEFC 
 230 VAC – 1 ph – 3/4 HP    
60 Hz: AC Electric Baldor TEFC
 115/230 VAC – 1 ph – 3/4 HP

Aluminium alloy gear box. Heat treated 3 stage spur gears.
Shafts mounted on ball bearings. Oil bath lubrication.

 110:1  53:1  110:1

Anti-reversing roller clutch bearing

 n/a – direct drive Centrifugal n/a – direct drive

 n/a Included (can be disabled)

With 50 mm  
square tubing  
(PCA-1267)

With Heck-Pack (PCA-1266) & 
Heck-Pack adaptor (PCA-1265) 
(for 50 mm towing ball)

VERTICAL PULL WINCH SUPPORT (PCA-1264) 
WITH TREE/POLE MOUNT (PCA-1263)

WINCH SUPPORT PLATE (PCA-1268) WITH TREE/POLE MOUNT (PCA-1263)

WINCH SUPPORT PLATE (PCA-1268) HITCH PLATE WINCH ANCHOR (PCA-1261)


