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DOUBLE OBLIQUE FOUNTAIN W/ FIRE 
INSTALLATION INSTRUCTIONS 
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Step 1: Run pump cord through the basin and place the basin over the gas line. 

 

 

 

 

Step 2: Attach flexible gas line.  

 

 

 

 

 

Step 3: Run the pump cord, electrical cable and gas line through the PVC pipe and glue PVC pipe into the coupler. Run a bead of 

silicone around the PVC pipe for extra sealing. 

 

 

 

 

 

Step 4: Level the basin with shims. 

 

 

 

 

 

Step 5: Attach the PVC parts to the pump (2 pieces).  
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Step 6: Place large oblique on top of the pedestal, run electrical and gas line through the top. 

 

 

 

 

 

Step 7: Level the large oblique. 

 

 

 

 

 

Step 8: Attached 5/8” Clear tubing to the ball valve and attach the ball valve to the ½” PVC, located inside the small oblique. 

 

 

 

 

 

 

Step 9: Place the small oblique on top of large oblique and run the tubing down the center and connect to the pump. Level the small 

oblique with shims and run a thick bead of silicone around the base of the small oblique to avoid water from leaking under it. 

 

 

 

 

 

Step 10: Use 2 part epoxy on the square top piece and adhere to the center of the large oblique on top. 
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Step 11: Attached flexible gas line to the Vulcan (automatic fire ignitor) and attach electrical wires.  

 

 

 

 

 

Step 12: Place Vulcan into the top of the small oblique and fill the fountain with water.  

(DO NOT PUT WATER INSIDE WHERE THE VULCAN IS LOCATED!) 

 

 

 

 

 

 

Step 13: Connect electrical cable to the remote box and plug into the wall. Also, plug fountain pump cable into an outlet.  

 

 

 

 

 

Step 14: Turn gas on and use the remote to turn on/off the Vulcan. 

 

 

 

 

 

Step 15: Enjoy!  
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