
ROD SEALS
BRUBRU

The BRU is a Single Acting rod 
buffer seal with offset lips made 
from high performance U2150 
polyurethane and a nylon Anti-
Extrusion ring. Relief Pads are 
incorporated into the inner lip to 
limit pressure trapping between 
seals.

Primary seal
Low friction coefficient
Excellent abrasion resistance
Excellent extrusion resistance

Agriculture
Mobile machinery
Injection presses
Hydraulic cylinders

SURFACE ROUGHNESS
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Roughness Dynamic surface area Static surface area Groove flanks

Ra 0.1 - 0.4 µm ≤1.6 µm ≤ 3.2 µm
Rz 0.63 - 2.4 µm ≤6.3 µm ≤10.0 µm

Rmax 1.0 - 4.0 µm ≤10.0 µm ≤16.0 µm
Profiled seal 
U-2150 PU 92A - Green 110°C
U-4150 PU 92A - Beige 135°C
Anti-extrusion ring
Polyamide

TECHNICAL DATA

MATERIALS

Temperature -45°C / +110°C
Pressure 10,000 PSI / 690 BAR
Speed 1.0 m/sec

Media
Mineral hydraulic oils
Water based hydraulic 
oils

TOLERANCES

ød1 h9
øD1 H9
L1 +0.010” (+0.25)

S
Radius & 
Chamfers

Max Radial Extrusion Gap
BAR/PSI

R2 (mm) C (mm)  160/2300 250/3600 400/5800 690/10000

INCH

0.308’’ 0.40 3.00 0.030” 0.024” 0.016” 0.006”

0.312” 0.40 4.00 0.030” 0.024” 0.016” 0.006”

0.343” 0.40 5.00 0.030” 0.024” 0.016” 0.006”

METRIC

5.50mm 0.40 3.00 0.60mm 0.40mm 0.25mm 0.10mm

7.75mm 0.40 4.00 0.75mm 0.60mm 0.40mm 0.15mm

10.50mm 0.40 5.00 0.90mm 0.60mm 0.40mm 0.15mm


