
Rod Seals
RGR-XSLRGR-XSL

Compact Rod seal with ultra-low 
friction. Compact design using a 
self-lubricating polyurethane face and 
Nitril Energiser.
Can be used as a buffer or in Tandem 
in High speed applications.

Low friction coefficient.
Excellent abrasion & extrusion 
resistance.
Compact design.
High Speed Applications.
Custom sizes readily Available.

Mobile hydraulics
Injection presses
Machine tools
Standard cylinders

Sealing face
PU 60 Shore D - Grey
Energiser
NBR 70 Shore A
HNBR 70 Shore A

TECHNICAL DATA

SURFACE ROUGHNESS
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Temperature -30°C / +110°C

Pressure 8,700 PSI / 600 BAR

Speed 3.0 m/sec

Media
Mineral hydraulic oils
Fire-resistant liquids
Biocompatible fluids
Water

Roughness Dynamic surface area Groove flanks
Ra 0.1 - 0.5 µm ≤ 3.2 µm

Rz 0.63 - 2.4 µm ≤10.0 µm

Rmax 1.0 - 4.0 µm ≤16.0 µm

TOLERANCES

øD1 f8

ød1 H10

L1 -0.00/+0.20mm

S 
(Standard Cross 

Sections)

Radius & 
Chamfers

Max Radial Extrusion Gap
BAR/PSI

R2 (mm) C (mm) 200/2900 400/5800 600/8700

3.00 - 5.00mm 0.4 2.50 0.30mm 0.20mm 0.10mm

>5.00 - 7.50mm 0.4 3.00 0.40mm 0.30mm 0.20mm

>7.50 - 12.50mm 0.4 4.00 0.50mm 0.40mm 0.20mm

15.00mm 0.4 5.00 0.70mm 0.40mm 0.20mm


