
Vee Packs - Dri Rod
AGAG

This heavy duty rod seal assembly has 
a corrugated nitrile rubber sealing ele-
ment supported by a rubberised fabric 
adaptor that incorporates an acetal
anti-extrusion ring. It is a pressure 
activated seal that does not require 
adjustment in service.

Excellent sealing under high pressure
Excellent Extrusion Resistance
Good Sealing in Difficult environments
Does not require adjustment 
compared to traditional Vee Packs

Hydrualic Cylinder & Presses
Earth Moving Machinery
Mining Machinery

Sealing Element
NBR 90 Shore A
Adaptor
Rubber Fabric
Anti-Extrusion Ring
POM Acetal

TECHNICAL DATA

SURFACE ROUGHNESS

DESCRIPTION ADVANTAGES APPLICATIONSMATERIALS

H
YD

RAULIC SEALS AUSTRALIA | VEE PACKS | A
G

Temperature -30°C / +110°C

Pressure 700bar/10,000psi

Speed 0.5 m/sec

Media
Mineral hydraulic oils
Fire-resistant liquids
Biocompatible fluids
Water

Roughness Dynamic surface area Static surface area Groove flanks
Ra 0.3 µm ≤1.6 µm ≤ 1.6 µm
Rz 0.63 - 2.5 µm ≤6.3 µm ≤10.0 µm

Rmax 1.0 - 4.0 µm ≤10.0 µm ≤16.0 µm

TOLERANCES

øD1 H10

ød1 h9

L1 -0.00/+0.40mm

S 
(Standard Cross 

Sections)

Radius & 
Chamfers

Max Radial Extrusion Gap
BAR/PSI

R2 (mm) C (mm) 260/3800 320/4600 400/5800

2.50 - 5.00mm
3/32” - 3/16” 0.3 1.0 0.20mm (0.008”) 0.17mm (0.007”) N/A

>5.00 - 7.50mm
3/16” - 5/16” 0.3 2.0 0.22mm (0.008”) 0.20mm (0.008”) 0.17mm (0.007”)

>7.5 - 12.5mm
5/16” - 1/2” 0.3 3.0 0.25mm (0.010”) 0.22mm (0.008”) 0.20mm (0.008”)

>12.50- 15.00mm
1/2” - 9/16” 0.3 4.0 0.27mm (0.010”) 0.22mm (0.008”) 0.20mm (0.008”)


