
“El GATO” Installation Instructions 

What’s Included
�

• Undertray ( 2 halves )
• (18) Long Extruded U-Nuts for mounting hard points
• (9) Short Extruded U-Nuts for mounting oil filter and plug cover
• (9) 16mm Flange bolts for Short U-Nuts
• (18) 20mm Flange bolts for Long U-Nuts
• (12) Button head cap screws for bracing
• (12) Nylon locknuts for bracing
• (2) Rubber washers for hole gaps

Required tools
�

• 3mm HEX Wrench
• 3/8” Wrench or Socket Driver
• Short-nosed shears or Dikes
• Soft Hands

Tray Assembly
�

1. Overlap two sides of tray so the holes on the brace line up with the holes on the tray.
2. Thread the cap screws in to the holes, starting from one end and working towards the other. 
3. Thread the nylon lock nuts on the bolts and tighten.  As you tighten the screws, the seams of 

the two sides will come together.
4. If the seams doesn’t come together, use a hammer to set it flush.

�



5. Install the Short Extruded U-Nuts by tapping them in to position with a hammer.  Ensure that 
the orientation is correct for installation of the cover.

�

Tray Installation
�

1. *OPTIONAL* remove the jack point cover by cutting the tabs.
2. Remove the original tray.
3. Remove the front axle crossmember bar.

�



4. Lay the tray matte side down near your work area so you can use it for reference while 
making modifications and installing the extruded U-nuts.

5. Prepare the wheel-well liners for installation of the provided extruded U-nuts by cutting 
notches in the plastic.

6. Install the U-nuts in the modified locations. Install remaining nuts on stock locations around 
bumper and fender liner.  Again, you can use the tray for reference.

7. Install the tray, matte side facing down, leaving all the bolts loose.  Ensure you re-install the 
front axle crossmember bar over the tray; also leaving it loose.

8. Use the venting hole for the T-Case to hold the tray taught as you tighten the three bolts in 
the crossmember bar.

9. Move to the bumper and begin from the center out, tightening all the remaining bolts.
10. If, while mounting, there is a large gap that allows the bolt head to push thru, install an 

included rubber washer.
11. Enjoy! If you have any questions, shoot us an email to sales@wtftuned.com or via 

messenger on our FB page.

�
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