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Part

1 Main Button

2 12V Output ON / OFF Button

3 12V Output Indicator Light ON / OFF LCD

4 12V “Cigarette Lighter” Output

5 12V Anderson™ Compatible Output

6 LCD Display

7 USB Output Indicator Light

8 USB Output ON / OFF Button

9 USB 3.0, QC, and PD Outputs

10 AC Output Socket

11 AC Output ON / OFF Button

12 AC Output Indicator Light

13 Screen ON / OFF

14 Solar Panel Charge Connection

15 Safari ME-XP Connection (Sold Separately)

16 Circuit Breaker Reset Button

17 Built-in Power Cord for AC Charging
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AC parameters

Rated Power / Surge 2,000W / 4,000W

Main input voltage 102-140 VAC

Main input frequency range 45-65 Hz

Inverter voltage 120 VAC ± 10%

Efficiency Typically > 88% , 90% maximum

Switching time gap 10ms standard, 20ms maximum

Output wave Pure sine wave

Battery parameters

Rated battery voltage 25.6 VDC

Battery working range 21-28.8 VDC

Battery type Lithium Iron Phosphate (LiFePO4)

Maximum capacity 922Wh

Maximum Expansion 
Battery Capacity (Sold 
Separately)

2,688Wh

PV charge parameters

Maximum charge power 500W for standard, 600W maximum

PV charge range
30-60 VDC; Solar panel must be >36 VMP 
<60 VOC

Maximum charge current 20A

Efficiency 93% standard, 95% maximum

AC charge 
parameters

Maximum charge power 750 W

Charge voltage range 90-264 VAC

Charge frequency range 47-53 Hz

Charge current 25A standard

Efficiency 90% nominal, 95% maximum

DC output parameters

DC output voltage 12 VDC

Maximum DC output current 25A

12V or “Cigarette Lighter”
10A standard, 10-15A turn off in 3 minutes,  
>15A will turn off immediately

USB 2 x 2.4A

QC 3.0 12V, 1.5A / 9V, 2A / 5V, 3A

PD 20V, 3A
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