
Roller Blind Systems



Chain Operated Roller Blind System

Silent Gliss® 4830

Product Information
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Profile and Specification Information
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Specification Guide - download from www.silentgliss.co.uk (password required).
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How to Measure

Single system

2 2

2

Side by side system (linked)

22 2
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System with fascia 4702 

22

System Dimensions

1

1

System Options

Side by side (linked) systems with connection bracket 4708 (face fix) and 4709 (top fix)

2

2

1

1
2 2

2 2

Side guides for stabilising blind systems and sloped applications (up to 15° incline)

2

2

2

1

1 1



Fascia cover 4702 for system 4830

4736

4739

4702

4735

4738
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Crank operation for system 4830
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Fitting Information

Bracket positioning and basic fitting features

Adjustable stainless steel bracket set (for vertical adjustments)

Hook-in installation plates
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Fitting Options

Ceiling fix

11

1

1 2
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Recess fix

11

1
1
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1 2
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Wall fix
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1

1

1 2
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1

Ceiling fix with double brackets 4969 and 4971

max. 178

max. 158min. 30

128

64

132

128

64

132
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Recess fix with double brackets 4969 and 4971

max.

max. 178

min. 30

min. 220

158

128

64

132

128

64

132

1

Wall fix with double brackets 4969 and 4971

max. 178

max. 158

min. 10 128

64

132

128

64

132
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Standard Accessories
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Optional Accessories
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Chain Operated Roller Blind System

Silent Gliss® 4840

Product Information
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Profile and Specification Information

Profile 4901 (80mm tube diameter)
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Specification Guide - download from www.silentgliss.co.uk (password required).

How to Measure

Measurement information with profile 4901

1

2 1

System Dimensions

1
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Maximum surface area chart

2 2

2

2

1

111

over 3.95m

(A: Width / B: Height)

System Options

Side guides for stabilising blind systems and sloped applications (up to 15° incline)

1

1 1

Hook-in Installation Plates

2

1



Crank operated blind

Fitting Information

Bracket positioning and basic fitting features

Silent Gliss Quick Twist (patented)
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Hook-in installation plates

1

Adjustable stainless steel bracket set (for vertical adjustments)

Fitting Options

Ceiling fix 

1

1

1 1
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Recess fix

1

1

1
1 1

Wall fix

1

1
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Standard Accessories
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Sets
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Optional Accessories

1

1

1

2



Chain Operated Roller Blind System

Silent Gliss® 4907

Product Information



Profile and Bending Information
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How to Measure

Measurement information

A

B

17 17

C

System Dimensions

1 2 2

Fitting Information

Bracket positioning and basic fitting features

CA B  



Fitting Options

Ceiling fitting

max. 75

max. 60

51

41

1

Wall fitting

max. 75

max. 60

51

41

1

Recess fitting

max. 60

max. 75

min. 85

51

41
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Standard Accessories
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1 1 2
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1 2 1

Useful Measures
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Chain Operated Roller Blind System

1

Silent Gliss® 4910

Product Information
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Profile and Specification Information

41
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How to Measure

Single system

A

B

18 13

C

Side-by-side systems (unconnected) - not available with design bracket option

24

18 18

BC 1 C 2

A 1 A 2

System Dimensions

2 2

1



Maximum system drop

1

300

0.15Fabric thickness

300
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300

0.35

300

0.40
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300

0.55

300

0.20

300

0.25

cmMax. system drop

mm

Wall fitting:

290

0.60

270

0.65

250

0.70

230

0.75

220

0.80

300

0.15Fabric thickness
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0.30
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0.35
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0.40
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0.45

300

0.50
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0.55
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0.20
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cmMax. system drop

mm

Ceiling fitting:

300

0.60

300

0.65

300

0.70

300

0.75

280

0.80

System Options

Side-by-side fixing of two systems

10632

1 2

Side guides for stabilising blind system and sloped applications (up to 15° incline)

BA

BA

Single system

Double system



1

Adjustable end stop

Child safety device

10482

1 2

Please note:
1 12

Chain break connector

10486

1

Please note: 1 12

Stop Controller



Fitting Information

Positioning of system

1

CA B  

Easy loading and removal of the blind

BA C

Alternative fixing with continuous installation profile (optional)

3044

10534

10539

1

1
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Fitting Options

Ceiling fix with brackets

max. 80

max. 70

43

46

1 2

43

46

1

48

67

1

44

35

1

Ceiling fix with optional installation profile and clamps 3044

max. 80

max. 70

min. 35

44

12

1

43

46

1 2

43

46

1

48

67
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Ceiling fix with optional installation profile and click bracket 10539

max. 80

max. 70

3545

7

1
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Wall fix with brackets

max. 80

max. 70
43
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1
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Wall fix with optional installation profile and clamps 3044

max. 80

max. 70

min. 35

44
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1

43
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1 2

43

46

1

48

67

1

Wall fix with optional installation profile and click bracket 10539

max. 80

max. 70

min. 10

10539
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Recess fix with brackets

max. 70

max. 80

min. 100
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Recess fix with optional installation profile and clamps 3044

max. 70

max. 80

min. 120

min. 35
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1
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Recess fix with optional installation profile and click bracket 10539

max. 70

max. 80

min. 100

min.
10 3545
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Fitting with optional side guides
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Fitting with optional side guides (side-by-side installation)
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Standard Accessories
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Optional Accessories 
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Useful Measurements
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