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Electrically Operated Roller Blind System
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Silent Gliss® 4870
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Profile and Specification Information
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How to Measure

Single system
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Side by side (linked) system
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System with fascia 4702
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System Dimensions

S l  y  3 30  
S  y  y  

(l )  0
0

S l  y    
S  y  y  

(l )  22 

S l  y  0  
S  y  y  

0

System Options

Side by side systems (linked) with special connection bracket 4708 (face fix) and 4709 (top fix).
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Side guides for stabilising blind systems and sloped applications (up to 15° incline)
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Fascia cover for system
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Fitting Information

Bracket positioning and basic fitting features
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Adjustable stainless steel bracket set (for vertical adjustments)
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Hook-in installation plates
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Fitting Options   l   l l u  (p  u )
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Ceiling fix
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Wall fix
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Ceiling fix with double brackets 4969 and 4971
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Recess fix with double brackets 4969 and 4971
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Overview Motors & Controls

Motor and Control Features

Electronic end�stop programming with Silent Gliss transmitters or limit setting lead

Electronic revolution counter (unlimited revolution)

Motor Features

Motor

Two intermediate positions possible (only applicable with built�in motor receiver)

Exact programming of intermediate positions possible
Parallel wiring possible without additional relays

Soft stop

10522, 10523

Silent Gliss Radio Remote Control System 9940 (only applicable with built�in motor receiver)

Silent Gliss Radio Remote Control System 0450 (external receiver necessary)

Suitable for all common home automation and bus systems

Control Features

No stop clicking

Cable connectable with plug into motor and available in different lengths

Parallel wiring possible without additional relays with built�in motor receiver

Motorisation

Motors Silent Gliss 10522 / 10523 (230V)
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Operating Methods

Operation via fixed switch with motor 10522

Supply 230V (2 +      )
Supply 230V (3 +      )
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Operation with Radio Remote Control System 9940 or 0450
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Wiring and Connections
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Electrically Operated Roller Blind System
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Silent Gliss® 4880

Product Information
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Profile and Specification Information

Profile 4901 (80mm tube diameter)
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Profile 4957 (110mm tube diameter)
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How to Measure

Measurement information with profile 4901 (80mm tube)
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Measurement information with profile 4957 (110mm tube)
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System Dimensions
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System Options

Side guides for stabilising blind systems and sloped applications (up to 15° incline)
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Fitting Information

Bracket positioning and basic fitting features
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Silent Gliss Quick Twist (patented)
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Hook-in installation plates
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Fitting Options   l   l l u  (p  u )

Ceiling fix (profile 4901; 80mm tube)
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Ceiling fix (profile 4957; 110mm tube)
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Recess fix (profile 4901; 80mm tube)
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Recess fix (profile 4957; 110mm tube)
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Wall fix (profile 4901; 80mm tube)
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Wall fix (profile 4957; 110mm tube)
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Overview Motors & Controls

0

Motor and Control Features

Electronic end�stop programming with Silent Gliss transmitters or limit setting lead

Electronic revolution counter (unlimited revolution)

Motor Features

Motor

Two intermediate positions possible (only applicable with built�in motor receiver)

Exact programming of intermediate positions possible

Parallel wiring possible without additional relays

Soft stop

Silent Gliss Radio Remote Control System 9940 (only applicable with built�in motor receiver)

Silent Gliss Radio Remote Control System 0450 (external receiver necessary)

Suitable for all common home automation and bus systems

Control Features

No stop clicking

Cable connectable with plug into motor and available in different lengths

Parallel wiring possible without additional relays with built�in motor receiver

10326, 10327

Motorisation

Motors Silent Gliss 10326/10327
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Operating Methods

Operation via fixed switch with motor 10326

Supply 230V (2 +      )
Supply 230V (3 +      )

 

 
p  0      p ll l  u ul  l l  u   

2  l   u   
 

 u    S  l  ul pl  l   p  
ul u ly  l  y  ly p  p l y   

 p  p   l l    p   l   
 
    u    y      

 Sy  0 0 0  l   u   u l  
ul u  



S l  l

0

Radio Remote Control System Silent Gliss 9940 or 0450.
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Battery Operated Roller Blind System

Silent Gliss® 4955

Product Information
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Profile and Bending Information
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How to Measure

Measurement information
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System Features

Radio hand-held and wall controls
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Note: The blind is supplied as standard with a WALL SWITCH, hand 
held remote controls can be purchased separately, see Optional 
Accessories.

Battery exchange
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Fitting Options

Ceiling fitting with clamps 3044
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Ceiling fitting with direct mounting
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max. 105
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Recess fitting with clamps 3044
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Motor & Controls

Motor Silent Gliss 11076
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Note: The blind is supplied as standard with a WALL SWITCH, hand 
held remote controls can be purchased separately, see Optional 
Accessories.
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Motorised Roller Blind System
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Silent Gliss® 4960

Product Information
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Profile and Specification Information
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Side-by-side systems (unconnected)
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System Dimensions
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System Options

Double (connected) systems with centre support brackets 10626 (only possible with 230V motors)

0 2

 p l  upp   ll    y   
 p  y     l     u u  

ll  p l   y  



S l  l

0

Side-by-side systems (unconnected)

10632
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Side guides for stabilising blind systems and sloped applications (up to 15° incline)
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Easy loading and removal of the blind
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Alternative fixing with continuous installation profile (optional)
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Ceiling fix with optional installation profile and clamps 3044
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Wall fix with brackets
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Wall fix with optional installation profile and click bracket 10539
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Recess fix with brackets
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Recess fix with optional installation profile and clamps 3044
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Fitting with side guide option
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Fitting with side guide option (connected and side-by-side installations)
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Useful Measurements
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Overview Motors & Controls

Motor and Control Features

Electronic end�stop programming with Silent Gliss transmitters or motor test lead

Electronic revolution counter (unlimited revolution)

Motor Features

Motor

Two intermediate positions possible (only applicable with built�in motor receiver)

Exact programming of intermediate positions possible

Parallel wiring possible without additional relays

Soft stop

10320, 10321

Silent Gliss Radio Remote Control System 9940 (only applicable with built�in motor receiver)

Silent Gliss Radio Remote Control System 0450 (external receiver necessary)

Suitable for all common home automation and bus systems

Control Features

Cable connectable with plug into motor and available in different lengths

Parallel wiring possible without additional relays with built�in motor receiver
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Motors Silent Gliss 10320 / 10321 (230V)
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Operating Methods

Operation via fixed switch with motor 10320

Supply 230V (2 +      )
Supply 230V (3 +      )

 

 
p  0      p ll l  u ul  l l    

2  l   u   
 

 u     l  ul pl  l   p  
 l  ul u ly  l  y  ly p  

p ly    p   p   l l    
p   l  
 
    u     u    l 

Sy  0 0  u l  ul u  

Operation with Radio Remote Control System 9940 or 0450
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Motor Silent Gliss 24V DC (optional motor for volt free contact switching)
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Operating Methods

Operation via fixed switch with motor 4960LV

24V transformer
Switch

Supply 230V

(2 +   )

Supply 24V dc

(2 core)

Switch cable

(4 core LV)

u l p  y l    

Wiring and connections

Important:    l l    S l  l   ( l l u )  
 
Note: For system integration with external controls please contact Silent Gliss for details.




