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Motorised Wintergarden System

Silent Gliss® 2195

Product Information



Profile, Bending and Specification Information

Side Guide Profile

 
2191

Profile 2151 for motor cover

 
2151

Specification Information - download from www.silentgliss.co.uk (password required).

System Dimensions

Maximum size and weight chart 

A

A

A

A

A

A
A

A A

A A



System Options

Connected systems

AA

Motor cassette 2151 and Velcro profile 2116

2116
0254

Fitting Information

Bracket positioning



Fixing the end of the fabric 

Fitting Options

Inside reveal fix with clamp 3825

Outside reveal fix with clamp 3065a

A

Outside reveal fix with clamp 3066a 

A

Standard Accessories



A A

Optional Accessories

Useful Measurements

Motors and Controls

Motor Silent Gliss 2160  - Single Bay

A A



Motor Silent Gliss 2160 - Multiple Bays

Note: Drawing as per 2160 above except that overall length is 
375mm (instead of 400mm)

A

Operating Methods - Single and Multiple Bays

Operation via fixed switch (single system)

A

A
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Operation via fixed switch (multiple systems)

A

A
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Operation with radio controls systems 9940/0450



Wiring and Connections

Important:
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Motorised Skylight Shading System
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Silent Gliss® 8600

Product Information
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Profile and Specification Information

Headrail

 
8601

Bottom bar
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8602

Specification Information - download from Silent Gliss Extranet 
00 l lly p   ll  l  yl  y  y l    pl    l  u    

  u y    p  ll l    

Measuring and Planning

How to measure
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Pulling force per bracket: typical 100kg tensile load
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System orientation
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System Dimensions
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Loading chart
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System Options

Multiple systems
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Fitting Information

Ceiling fix
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Wall fix
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Standard Accessories
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Optional Accessories
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Useful Measurements
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Motorisation
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Operating Methods

Fixed Wall Switch

Supply 230V (2 +      )
Supply 230V (3 +      )
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Radio Remote Control Systems Silent Gliss 9940/0450
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Wiring and Connections
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Motorised Skylight Shading System

Silent Gliss® 8800

Product Information
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Profile, Bending and Specification Information

Main Carrier Profile

 
8801

Profile 2151 for motor cover

 
2151

Specification Information - download from Silent Gliss website www.silentgliss.co.uk

Measuring and Planning 

How to measure
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Planning guidelines
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System and Panel Dimensions

Maximum system measures 



Panel measurements (fabric)

System Options

Multiple systems

However each system requires its own motor.

Fitting Information

Bracket positioning

It is likely that customised brackets will be required with this system.

Fitting of motor and covering of motor gap
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Y (cm)

X (cm)

Y
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Securing the clamp
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Fitting Options

Ceiling fix with clamp 3044 (single system)



Wall fix with clamp 3044

Parallel ceiling fix with Intermediate support combination 8855 and clamp 3044 (multiple systems)

Standard Accessories

Optional Accessories
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Useful Measurements

Motorisation

Motor Silent Gliss 9009
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Operating Methods

Operation via fixed switch (single system)
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Operation via fixed switch (multiple systems)
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Operation with radio control systems 9940/0450
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Wiring and Connections

Important:


