MOUNTING LUG PATTERN WILL ACCEPT FOLLOWING BROWNING SPROCKETS.

0% (No.B0,1 Pitch) TG400 (TGBOA28K, 36K, 45K, 60K, 72K)

02.4375 (MAX. BORE), .625 WIDE x .19 DP. KEYWAY f 6.19 (No0.100,1.25 Pitch) TG8OD (TG100A28K, 36K, A45K, AGDK, A72K)
FOR SHAFTS SMALLER THAN $2.4375 USE BROWNING

BUSHING KITS CHART. (LOWER L.H. CORNER) {=— .31 DETECTOR TRAVEL 41075

AT OVERLOAD.
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DETECTOR PLATE ASSY. REQUIRES (3) TORQUE ADJUSTING NUT SET_SCREW_LENGTHS REQUIRED AT .500—13UNC—28 1.12 DEEP
.375-16 SET SCREWS WHICH MUST (3) MTG. LUG END MUST BE: 3 HOLES EQL. SPACED ON
PROTRUDE (.25 +.08) FROM HUB WITH (1 REQ'D) .375-16 x .38 LG. (OVER KEY) A ©6.500 BOLT CIRCLE.
OR WITHOUT BROWNING BUSHINGS. (2 REQ'D. .375-16 SET SCREWS MUST NOT
PROTRUDE BEYOND HUB DIA WHEN USING
BROWNING BUSHINGS.
BROWNING BUSHING KITS (TG400/800)
SHAFT ¢ | CAMCO PART No. | BROWNING PART No. TORQUE RANGE 2000-4000 in/lbs| .\
1.375 99B19028019999 | 800OBU106 SPRING PART NO. 94A16682000000
1.4375_| 99B19028029999 | BOOBU107 —
1,500 | 99B19028039999 | 800BU108 TORQUE RANGE 4000-8000 in/los| 4
1.625 | 9819028049999 | 800BUT10 SPRING PART NO. 94A17538000000 CERTIFIED Eamco
o e,
1| comsasions i . o =
1.875 | 99B19028079999 | BOOBU114 WEIGHT (LBS) 38 B @ ™ MODEL TG400,/TG800,
1.9375 | 99B19028089999 | 800BUT15 TORQ—GARD CLUTCH
2.000 | 9819028099999 | 8008U200 T e e
2.125 | 9819028109999 | B00BU202 e L
2.1875 99B19028119999 | 800BU203 THIRD PARTIES WITHOUT THE PRIOR
2.250 | 99B19028129999 | B00BU204 e — e — U D-18662
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