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Milano Power flue gas fireplace, crystal furniture model

Warmth and safe place.

MAin FEATURES
TEChNICAL
Visible flame surface for mod. 80: L 836 mm x h 320 mm.
Visible flame surface for mod. 130: L 1369 mm x h 320 mm.
No one exhauster is required.
The cheapest flue line solution than ever.

END uSER
Creates a classic visible flame view.
No other bulding works are required.
operating also by a wireless digital device equipped standard, with 
thermostat and timer included.
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Wireless digital device for

a better comfort

01_

Sides heating flow by fan02_
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RAnGE, SiZE And WEiGHT
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Model Milano 80 Milano 130 u.m.

Length (L) 1480 2012 mm

Height (H) 820 820 mm

depth 1 sided (P) 370 370 mm

depth 2 sided (P) 370 370 mm

Glass length 788 1321 mm

Glass height 289 289 mm

net weight isola 150,5 259 kg

net weight penisola 144 252,5 kg

net weight parete 136,5 239 kg
 

Equipped standard
· wireless digital chronothermostat for daily and weekly pogram

RAnGE

Model          Code     Description

80          CF08A2 MI300   Fireplace with white crystal RAL9016.

80          CF08A2 MI200   Fireplace with black crystal RAL9005.

130          CF13A2 MI300   Fireplace with white crystal RAL9016.

130          CF13A2 MI200   Fireplace with black crystal RAL9005.

80          CF08A2 MP300   Fireplace with white crystal RAL9016.

80          CF08A2 MP200   Fireplace with black crystal RAL9005.

130          CF13A2 MP300   Fireplace with white crystal RAL9016.

130          CF13A2 MP200   Fireplace with black crystal RAL9005.

80          CF08A3 Mw300   Fireplace with white crystal RAL9016.

80          CF08A3 Mw200   Fireplace with black crystal RAL9005.

130          CF13A3 Mw300   Fireplace with white crystal RAL9016.

130          CF13A3 Mw200   Fireplace with black crystal RAL9005.

prospettiva

assionometria

prospettiva

assionometria
· free standing

· crystal

· peninsula

· crystal

prospettiva

assionometria

· 1 sided

· crystal

PoWER FLuE GaS FIREPLaCE, CRySTaL FuRNITuRE SERIES
> 90% of efficiency in class 1.
> No limit installations thanks to a flue line up to 40 meters.
> No one exhauster is required.
> Air suction/gas exhaust flue line diameters just 54 mm each one.
> heating flow by fan.
> operating by wireless device.
> Ventilating and exhaust fans assisted.

�

�

nOTE: FoR ThE APPLIANCE oPERATING wITh LPG, you MuST ChANGE ThE 7Th FIGuRE oN CoDE, PuTTING A “L” (EXP. CF08A2 LI300).
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Flue line length for power flue series.

SinGLE pipes Ø54 e Ø80mm
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nOTE: ThE NuMBER oF ELBowS MEANS ThE ToTAL NuMBER oF ELBowS uSED.
nOTE: FoR LINEAR LENGTh IS DEFINED AS ThE SuM oF ALL ThE STRAIGhT hoRIzoNTAL AND VERTICAL.
nOTE PiPES Ø54: ThE oNLy MoD. MILANo130, TABuLAR VALuES   ShouLD BE hALVED FoR PRoPER oPERATIoN.
nOTE PiPES Ø80: ThE VALuES   IN ThE TABLE CAN BE uSED FoR ALL MoDELS.

nOTE: FOR CERTAin TYPES OF inSTALLATiOn OR LEnGTHS GREATER THAn THE VALUES   LiSTEd ABOVE, COnTACT iTALKERO TECHniCAL OFFiCE.
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