
Specifications

Additional information can be found online at www.fireplaces.com

PVLP-SLP AND PVV-SLP

Please consult the manufacturer’s 
installation manual for all details and 
requirements before making a final 

design layout decision. 

Power Vent
Low Profile & Vertical

MODEL WIDTH HEIGHT DEPTH

Low Profile Power Vent 
PVLP-SLP  

ACTUAL FRAMING ACTUAL FRAMING ACTUAL

15-1/2" [394] 13" [330] 14" [356] 10" [254] 14-3/8" [365]

MODEL DIAMETER HEIGHT

Vertical Power Vent 
PVV-SLP   

ACTUAL ACTUAL
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Specifications

MISC/HHT/POWER-VENT_1219

Product information provided is not complete and is subject to change without notice. 
Product installation must adhere strictly to instructions accompanying product to avoid 
risk of fire and potential injury.

A brand of Hearth & Home Technologies® 
Lakeville, MN      Web: fireplaces.com   
Phone: 888-427-3973   952-985-6000 

PVLP-SLP AND PVV-SLP

Clearances to Combustibles 

Roof-Top Installation

Framing Dimensions

0"

0"

0"

0"

1" [25]
to side of pipe 1 1/2" [38]

to top of pipe

1" [25]
to bottom of pipe

2" [51]
to back of cap
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10"
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Vent Termination Min. Clearances

ROOF PITCH H (MIN.) IN.
Flat to 6/12.........................................................33-1/2"*
Over 6/12 to 7/12 ...............................................35"*
Over 7/12 to 8/12 ...............................................36"*
Over 8/12 to 9/12 ...............................................37-1/2"*
Over 9/12 to 10/12 .............................................39"*
Over 10/12 to 11/12 ...........................................40-1/2"
Over 11/12 to 12/12 ...........................................42-1/2"
Over 12/12 to 14/12 ...........................................46"
Over 14/12 to 16/12 ...........................................50"
Over 16/12 to 18/12 ...........................................54"
Over 18/12 to 20/12 ...........................................58"
Over 20/12 to 21/12 ...........................................60"

HORIZONTAL
OVERHANG

VERTICAL
WALL

GAS DIRECT VENT 
TERMINATION CAP

12
X

ROOF PITCH
IS  X/ 12

LOWEST 
DISCHARGE 

OPENING

2'
MIN. 20" MIN.

H (MIN.) - MINIMUM HEIGHT FROM ROOF
TO LOWEST DISCHARGE OPENING

       .llafwons lanoiger no gnidneped yrav yam muminim H   *
Refer to local codes.

PVV-SLP 
TERMINATION CAP

 H MIN. 12
X

ROOF PITCH
IS  X/ 12

H (MIN.) - MINIMUM HEIGHT FROM ROOF
TO LOWEST DISCHARGE OPENING

ROOF PITCH H (MIN.) IN.
Flat to 6/12.........................................................25"*
Over 6/12 to 7/12 ...............................................23"*
Over 7/12 to 8/12 ...............................................21"*
Over 8/12 to 9/12 ...............................................19"*
Over 9/12 to 10/12 .............................................17"*
Over 10/12 to 11/12 ...........................................16"
Over 11/12 to 12/12 ...........................................15"
Over 12/12 to 14/12 ...........................................15"
Over 14/12 to 16/12 ...........................................15"
Over 16/12 to 18/12 ...........................................15"
Over 18/12 to 20/12 ...........................................15"
Over 20/12 to 21/12 ...........................................15"

       .llafwons lanoiger no gnidneped yrav yam muminim H   *
Refer to local codes.

Min. Height from Roof to Lowest 
Discharge Opening

Gas
Termination

Cap

25" MIN.

Gas, Wood or Fuel Oil
Termination Cap

B

Gas
Termination

Cap **

A *

* If using decorative cap cover(s), this distance may need to be 
increased. Refer to the installation instructions supplied with the 
decorative cap cover.

**

A B
6"  (minimum) up to 20" 

152 mm/508 mm
18"  minimum

457 mm
20"  and over 0"  minimum

In a staggered installation with both gas and wood or fuel oil 
terminations, the wood or fuel oil termination cap must be 
higher than the gas termination cap.

Staggered Termination Caps

Min. Dimensions Through Chase Top

VERTICAL POWER VENT

LOW PROFILE POWER VENT


