Schema

dimmable, long life, energy efficient LED technology.

Finish Finish Finish Shade
The Schema collection of vanity fixtures combine clear outer glass with
matte opal inner glass in several finishes such as polished Chrome, rich Brushed Nickel Bronze (BR7)  Chrome (CH)  Inner Matte
. . . Opal, outer
Bronze and Brushed Nickel. These fixtures also feature the latest in (BN) (;m :r;/ 1
ear Glass
Product é\i‘:\aiyﬁssle Bulbs/Wattage Egﬁ{éﬁs ccT CRl | L/ext. | W H Wall Plate Size
1918-1S-BRZ-LED BN, BRZ, CH (1) 8W-LED 600LM 3000K | >90 | 61/2" | 45/8” 83/4" | 45/8"Wx73/4H
1918-2V-BRZ-LED BN, BRZ, CH (2) 8W-LED 1200LM | 3000K | >90 | 61/2" | 141/2" 6" 83/4"W x4 5/8"H
1918-3V-BN-LED BN, BRZ, CH (3) 8W-LED 1800LM | 3000K | >90 | 61/2" | 221/2" 6" 83/4"W x4 5/8"H
1918-4V-BRZ-LED BN, BRZ, CH (4) 8W-LED 2400LM | 3000K | >90 | 61/2" | 311/2" 6" 83/4"W x4 5/8"H
1918-5V-CH-LED BN, BRZ, CH (5) 8W-LED 3000LM | 3000K | >90 | 61/2" | 38" 6" 83/4"W x4 5/8"H
B.
These fixtures can be mounted
up or down
Color Temperature - 3000K
CRI (Color Rendering Index) >90
C. Dimmable Light Source
Replaceable Components

444




