Internal V-Cleat - Ground Set

Model # IVC30B42-AC

Customer Name:

_a— Gold anodized ball top
%§<— (ast Alum. Stationary Truck
Halyard, #10 (5/16" Dia.) Braided
/Rope, Polypropylene
Two Snaphooks, Swivel,

Chrome Plated Bronze
With Neoprene Covers

~a— Tapered Alum. Tube @
Wall Alloy 6063-T6

Locking Access Door
with Internal V-Cleat

~— Butt Diameter @

Standard Spun Alum. Collar
(Caulk Perimeter)

Cement or Waterproof Compound
/(by Installer)

Ground Sleeve Assembly,
16 Ga. Galv. Steel Tube

Dry Sand (by Installer)
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3/16" Thick Steel Plate

Welded to Sleeve
3/16" Support Plate
~<—————— [ightning Spike

(374" Steel)

Stationary Truck Detail

Cast Aluminum Body
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All shafts with overall
length of 33" or more
are shipped in two sections

1-1/2" maximum shop
gap allowed for field
fitting (ram for tight joint)

Joint occurs on 2 or more
piece flagpoles.

Rep Name:

Architect Name:

Project:

Location:

PO Number:

Quantity:

Notes:

A - Exposed Height | 30 ft.

B - Set Depth 3 ft.
C-Total Length | 33 ft.

D - Taper 11 ft.

E- Butt Diameter | 4 in.
F-Top Diameter | 3 in.
G-Wall Thickness | 0.125 in.

Finish:
Anodized, Medium Bronze

Piece: 2

Accessories:
Gold anodized ball top,
standard collar
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