
Single Handle  4" Centerset  Bathroom Faucet

B-4000



H

Turn water off.1

COLDHOT

2 Remove locking nuts(7). 3 4

5 Connect hot & cold hoses
to supply valves,tighten
with adjustable wrench.

6 Remove stopper(17) and
flange(16).Add a ring of
silicone around underside
of flange.Insert drain from
underneath sink and tighten.

Align pivot
toward faucet

Hand-tighten lock nut. ightenT
1/4 turn extra with a wrench.

7 Align stopper(17) opening 
with hole.

8

9A
from faucet.
Remove aerator 6( ) B9

to clear any debris.
Flush water through faucet
Turn supply valves on.

Turn water on.

C9 Reattach aerator 6 to( )

faucet.

Insert faucet through holes. Reattach locking nuts (7). 
Tighten firmly by hand. 
Tighten an extra 1/4 turn.

Remove pivot nut (13). Keep gasket 
in place and insert control rod (11) 
through stopper (18). Hand-tighten 
pivot nut (13).

Insert one side of clip (12) on 
control rod (11). Insert control 
rod (11) through strap (10). 
Secure the other side of 
clip(12) on rod (11).





Hot/Cold Indicator

Metal Handle

Trim Cap

Lock Nut

Ceramic Disc Cartridge (25mm)

Aerator

Locking Nuts

Lift Rod

Screw

Strap

Control Rod

Spring Clip

Pivot Nut

Drain Lock Nut

Flange

Washer Set

Stopper

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

AL4-10

AL1-04

AL4-09

No. Description Part No.

AL5-02

1
2

4

5

6

7

3

9

8

10

12

11

13
14

15

16

17




