ha | DOUBLE CONVERSION ONLINE

UPS HV R SERIES 1-10KVA

CHENG JIE DA

Feature:

1.Reliable design
2.Genset Compatible
3.Zero Transfer time

4. Three Level Inverter
5.0pen to customization
6.Best Loading Capability
7.High Input power factor
8.DSP Digital Control Based

9.Ultra Wide Input Mains range

Shenzhen Chengjieda Industry Limited

www.cjd-industry.com



MODEL HV R1K HV R1KS HV R2K HV R2KS HV R3K  HV R3KS

Capacity VA/W 1kVA/900W 2kVA/1.8kW 3kVA/2.TkW

Topology Double Conversion Online UPS
Phase Single Phase Input Single Phase Output
Wiring | /N+PE
: Rated Voltage 208/220/230/240VAC
Mains 5 2207230/
Voltage Range 90~300VAC
Input - 5
Frequency Range 40Hz~T0Hz
Input Power Factor =(0.99
Wiring L /N+PE
Output Voltage 208/220/230/240VAC
Voltage Regulation 1%
AC Output Frequency 50/60x4Hz(Sync Mode) / 50/60Hzx0.1%(Free Run)
Output Waveform Pure Sine Wave
Distortion <2%(Linear Load)
(THDV%) <7%(None-Linear Load)
Over load IMin@105%~125%Rated Load
capability 30Sec.@125%~150%Rated Load 0.5Sec.@>150%-Rated Load
o L ine mode 889% 89% 90%
Efficiency
Battery Mode 86% 817% 88%
Rated Battery 24VDC 36VDC 48VDC 72VDC 72VDC 72VDC
Voltage(® Internal External Internal External Internal External

Battery Capacity | 12V/7TAH x2pcs = External | 12V/TAHX4pcs|  Eyvternal [ 12V/TAHX6pCS  Evternal

>6mMins @ Battery >6mins @ Battery | >gmins @ Battery
Half Load Depends Half Load Depends | Half Load Depends

Standard Model with Internal Battery:1A
Long Backup Time Model :4A

Backup Time

Charge Charging Current

Optional 1. External Battery Module Connector for Standards Model
Configuration to 2. Battery Capacity TAH/9AH
Order 3. Battery Quantity(2/4/6pcs) or (3/6/6pcs)
Chassis Style Rack-Mounted

1KS/2KS/3KS/1KR/2KR: 438mm(W) x 88 mm(2U)(H) x 400mm(D)

Tower Dimension
3KR: 438mm(W)x88mm(2U)(H)x650mm(D)

Weight (kg) 11.9 6.9 16.5 7.3 23.8 8.7
Physical LCD DISPLAY Input Mains Voltage, Frequency, Load level, Operation Mode, Health Status
HMI Standards
Communication 1. RS232 PORT
Interface
2. EPO /ROO Port 3. Intelligent Slot4. USB Card (not HID)
Optional Extension 5. Network Card: Support SNMP/TCP/IP tor remote monitoring the UPS via
Card Smart Phone APP, Web page, PC Monitor Software , Support Server / NAS shutdown
6. CMC MODBUS Card, 7. AS400 Relay Card
Operating Temperature range -10~50°C
Environment Relative Humidity 0-98% (Non-condensing)

Endurance  Acoustics Noise <55dB @ 1 meters




MODEL Rack 6KS Rack 10KS

Capacity VA/W 6KVA/5.4kW 10kVA/9kW
Topology Double Conversion Online UPS
Phase Single Phase Input Single Phase Output
Wiring | /N+PE
: Rated Voltage 208/220/230/240Vac
Mains : RSt
Voltage Range 90~300VAC
Input Glage 5
Frequency Range 40Hz~T0Hz
Input Power Factor =>(0.99
Wiring | /N+PE
Output Voltage 208/220/230/240VAC
Voltage Regulation +1%
AC Output Frequency 50/60x4Hz(Sync Mode) / 50/60Hz=0.1%(Free Run)
Output Waveform Pure Sine Wave
Distortion <2%(Linear Load)
(THDV%) <7%(None-Linear Load)
Over load 10Min@105%~125%Rated Load
capability 60Sec.@125%~150%Rated Load 0.5Sec.@>150%Rated Load
o Line mode >93%
Efficiency
Battery Mode ~910,
Rated Battery 192/240VDC
Voltage(® Fxternal Battery
Battery Capacity
External Battery Depends
Backup Time
Charge
Charging Current Long Backup Time Model :4A
Chassis Style Rack-Mounted
- D; : UPS: 438mm(W) x 8mm(2U)(H) x 500mm(D) without Internal Battery
REEDEATIIG S Battery Pack: 438mm(W) x 88mm(2U)(H) x500mm (D)
Weight (kg) C6KRS : 14.6kg C10KRS: 15.0kg Battery Pack: TAHx16pcs: 39kg
Physical LCD DISPLAY Input Mains Voltage, Frequency, Load level, Operation Mode, Health Status
HMI Standards
Communication 1. RS232 PORT
Interface

2. EPO /ROO Port 3. Intelligent Slot 4. USB Card (not HID)
Optional Extension 5. Network Card: Support SNMP/TCP/IP for remote monitoring the UPS via Smart

Card Phone APP, Web page, PC Monitor Software , Support Server / NAS shutdown
6. CMC MODBUS Card, 7. AS400 Relay Card
Operating Temperature range -10~50°C
Environment Relative Humidity 0-98% (Non-condensing)

Endurance  Acoustics Noise <55dB @ 1 meters




