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High Power LEDs Series

< Features:

3 W High Power LED
Emitted color: Warm White
Silica package

Long operating life

vV V V V

< Application

General lighting
Architectural Lighting
Decoration lighting
Advertisement

Y V V V

< Package Dimensions

2.0mm

I
Z.6mm
1.9rmm

NOTES:

1. All dimensions are in millimeter[unit];

2. Tolerance is30.1mm unless other specified;

3. Specifications are subject to change without notice.
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Part No. Emitted Color Lens Color

TY-HP3BL-S Blue Water Clear

< Absolute Maximum Ratings(Ta=25C)

Item Symbol Maximum Unit
Power Dissipation PD 3 W
Continuous Forward Current lEmax 700 mA
Peak Forward Current(1/10 Duty Cycle 0.1ms Pulse Width) Iep 1000 mA
Reverse Voltage Vr 5 \YJ
Operating Temperature Range Topr -25 to+75 C
Storage Temperature Range Tsig -40 to+80 C
Hand Soldering Temperature Tsol 350420°C/3~5sec

< Electrical/Optical Characteristics(Ta=25"7C)

Item Symbol | Condition Min. Typ. Max. Unit
Forward Voltage VF IF=700mA 3.0 3.6 \
Luminous Flux 10} IF=700mA 50 60 Im
Color Temperature Ad IF=700mA 460 470 K
Viewing Angle 201/2 IF=700mA 140 Deg
Reverse Current IR VRrR=-5V 10 [T7A
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High Power LEDs Series

< Typical Electro-Optical Characteristic Curve
Felative Spectral Distribution Relative Luminous Flux Y5
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