Cable Glands <> Switlelr

ELECTRONICS

Specifications
Material: Nylon PAG
Protection Level: IP68
Operating Temperature: -40°C to +100°C
Cable Outer
Range diameter Mounting Thread Joint Wrench
>1QI< of thread [hole diameter| length length | diameter
Item No. (mm) (mm) (mm) L(mm) H(mm) (MM)
PG-7 3~6.5 125 12.5~12.8 8 22 16
PG-7S 2~5 12.5 12.5~12.8 8 22 16
PG-9 4~8 15.2 15.2~15.5 8 26 19
PG-9S 2~6 15.2 15.2~15.5 8 26 19 H
PG-11 5~10 18.6 18.6~18.9 8 27 22 L
PG-118 3~7 18.6 18.6~18.9 8 27 22
PG-13.5 6~12 20.4 20.4~20.7 9 28 24
PG-13.58 5~9 20.4 20.4~20.7 9 28 24
PG-16 10~14 22.5 22.5~22.8 10 30 27
PG-16S 7~12 22.5 22.5~22.8 10 30 27
PG-19 12~16 24 24~243 10 30 27
PG-19S 10~13 24 24~243 10 30 27
PG-21 13~18 28.3 28.3~28.6 10 35 33
PG-21S 9~16 28.3 28.3~28.6 10 35 33
PG-25 16~21 30 30~30.3 11 34 35
PG-25S 13~18 30 30~30.3 11 34 35
PG-29 18~25 37 37~37.3 12 40 42 \ )
PG-29S 13~20 37 37~37.3 12 40 42 ——
PG-36 22~32 47 47~47.3 14 48 52
PG-36S 20~26 47 47~47.3 14 48 52
PG-42 32~38 54 54~54.3 14 49 60
PG-42S 25~31 54 54~54.3 14 49 60
PG-48 37~44 59.3 59.3~59.6 14 50 64
PG-48S 29~35 59.3 59.3~59.6 14 50 64
PG-63 42~50 70 70~70.3 27 60 72
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