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Specifications

Insulation Material:

Contact Material:

Operating Temperature:

Polyamide
Nickel Plated Copper
-40°C to +105°C
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COND DIMENSIONS(mm)
CAT.NO. ™ mm) odl_ &2 d3 Ll L2 S1(0.T) S2
CT205008 | 2x050 [ L5CEI 47G03) [ 25GE03) | 15160y | 5.006)
CT207508 | ox0.75 | 1.8C9%)| 5.0(+03) | 2.8 (+0.3) 030 (0.2)
CT207510 : o A © ) 117.0(#2.0) [10.0(20.6)
CT210008 1025 15.0(22.0) | 8.0(E0.6) | 0.15
corooto] X100 [205C8¥)  54(03) | 34(03) H30E0) 00 0.6
CT215008 1035 16.0 (2.0) | 8.0(x0.6) "
Chtsorz | 2X1S0 [2205%)  6.6(0.3) | 3.6(03) im0 T120(20.6) 0.40 (+0.2)
CT225010 +035 18.5(¥2.0) [10.0(£0.6)
CToaso13 | 2X250 [ 28(%Y)]  78(03) | 42(03) L1 E T130G0.6)
CT240012 2x4.00 [3.7(73)] 8.8(%0.5) 4.9 (£0.5) [23.0(£2.5) [12.0(x0.6) 020 | (45 (£0.3)
CT260014 | 2x6.00 | 4.8(3D| 10.0F03) | 6.9 (F0.5) [26.0(*2.5) ' :
CT210014 | 2x10.00 [6.4(39] 13.0(0.5) | 7.2 (0.5 [26.0(¥2.5) | 14.0(+1.0) 0.55 (£0.3)
CT216014 | 2x16.00 |83(4)[ 18.4(X0.5) | 9.6 (20.5) [30.0(x2.5) 0.30
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