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Anti-Vandal 1K09/ Sealed IP65

Square And Round Version Available

1,000,000 Cycles Momentary

Variety Of Colors

Momentary: Means that when you push Switch and then move your finger, the actuator will back to the original position.
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A-Zin- Al Alloy Y- Yellow
Black B- Blue
1) The Actuator color only Zin-Al alloy material available G- Green
R- Red
Technical Data
Type V12-8/S | VI2ZBN | V12-B/A | V12-F/A
[lluminated Options Non-illuminated
Front Shape Round | Square
Terminal Screw/ Pin (2.0X0.5)
Max. Switch Rating 2A 48VDC
Contact Resistance <50mQ
Insulation Resistance >1000mQ
Dielectric Strengh 2000VAC
Operation Temp. 20C ~+55C
Mechanical Life 1,000,000 Cycles
Electrical Life 200,000 Cycles
Contact Material Silver Alloy
Torque 5~ 14Nm
Operation Pressure approx. 5N
Protection IP65/ IKO8
Material
Actuator Stainless Steel/ Brass/ PBT
Body Stainless Steel/ Brass/ Zin-Al Alloy
Base PBT
Color R] Y B w

Actuator(Zn-Al.alloy)

0.287(7.3)

0.201 (5.1)

0.287 (7.3)
0.201 (5.1)

HD
0.339 (8.6)
0.472(12.0)

%M%

0.154(3.9)

0.465(11.8)

V12-B, V12-F

0.256 (6.5)
0.465 (11.8)

V12-B/P, V12-F/P
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YUEQING LANGIR ELECTRIC CO., LTD

ADD: 4th, No. 188 Liuging North Rd, Liushi, Yueging, Zhejiang China 325604
FAX: 86 (577) 62737671

TEL: 86 (677) 62737672 62737670

E-mail: sunshine@sunshinele.com

Http://www.anti-vandal-switch.com  www.piezo-switch.com





