
Pinta-asenteisessa liukuovessa kiskot ja pyörästö ovat piilossa ovi-
lehden ja seinän välissä. Ovilehti kulkee rullilla, jotka on asennettu 
ovilehden pohjaan. Seinään kiinnitettävän pyörästön tehtävä on 
ohjata ovea yläpäästä. 
Liukukiskon molemmissa päissä on hidastimet oven pehmeään 
pysäytykseen.  

Pintaliukuovessa on vain kaksi asennettavaa osaa: seinään kiinni-
tettävä pyörästö ja lattiaan kiinnitettävä alaohjain. Ovilehden voit 
valita avattavien sisäovien ovimalleista.

Koot
• Oviaukon koko 790 x 2090 (ovilevyn koko  910 x 2150)
• Oviaukon koko 890 x 2090 (ovilevyn koko  1010 x 2150)
• Oviaukon koko 990 x 2090 (ovilevyn koko  1110 x 2150)
• Muut koot erikseen sovittaessa, maksimileveys 1340 ja maksimikorkeus 2500.

PINTALIUKUOVET

Kisko ja 
pyörästö ovat 

piilossa ovilehden 
ja seinän 
välissä.

Patentoitu 
Italialainen 

liukuovi-
mekanismi.

Helppo 
ja nopea 
asentaa.
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Häfele Slido D-Line43 80M Sliding door fitting
Sliding Door Fittings for Wooden DoorsSliding Door Fittings – HäfeleFor wooden doorsPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Häfele Slido D-Line43 80M Sliding door fitting

Wall mounting

Cut-out dimensions

Floor guide on hard floors Floor guide on soft floors with 
running track provided on site

Note
A slight trace of wear may appear on the floor, depending on material.
Tile gaps are noticeable when moving the door.

Note
Please note the lateral door overlap with concealed installation 
according to drawing.

Installation reference
> Make sure that floor is even and level
> Bottom track is required for soft floors
> Prepare wall structure for top roller

Section running gear and floor guide

Door installation

Other mounting options can be found in the installation instructions.

> Area of application: For private residential areas, 
for 1-leaf sliding doors, 
for hard floors (laminate, PVC, tiles) and soft 
floors (carpet, cork – only for use in 
combination with bottom track)

> Version: Invisible running equipment integrated in door
> Door weight: <80 kg
> Door width: 800–1,800 mm
> Adjustment facility: Distance door to wall +4 mm 

(adjustment on both sides, 
for compensating uneven walls), 
height ±2 mm

> Installation: Wall mounting, floor must be even and level

With end cap Concealed mounting

H = door height H2 = internal opening height
MH= installation height X = internal opening width
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Wall mounting

Cut-out dimensions

Floor guide on hard floors Floor guide on soft floors with 
running track provided on site

Note
A slight trace of wear may appear on the floor, depending on material.
Tile gaps are noticeable when moving the door.

Note
Please note the lateral door overlap with concealed installation 
according to drawing.

Installation reference
> Make sure that floor is even and level
> Bottom track is required for soft floors
> Prepare wall structure for top roller

Section running gear and floor guide

Door installation

Other mounting options can be found in the installation instructions.

> Area of application: For private residential areas, 
for 1-leaf sliding doors, 
for hard floors (laminate, PVC, tiles) and soft 
floors (carpet, cork – only for use in 
combination with bottom track)

> Version: Invisible running equipment integrated in door
> Door weight: <80 kg
> Door width: 800–1,800 mm
> Adjustment facility: Distance door to wall +4 mm 

(adjustment on both sides, 
for compensating uneven walls), 
height ±2 mm

> Installation: Wall mounting, floor must be even and level

With end cap Concealed mounting

H = door height H2 = internal opening height
MH= installation height X = internal opening width
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Wall mounting

Cut-out dimensions

Floor guide on hard floors Floor guide on soft floors with 
running track provided on site

Note
A slight trace of wear may appear on the floor, depending on material.
Tile gaps are noticeable when moving the door.

Note
Please note the lateral door overlap with concealed installation 
according to drawing.

Installation reference
> Make sure that floor is even and level
> Bottom track is required for soft floors
> Prepare wall structure for top roller

Section running gear and floor guide

Door installation

Other mounting options can be found in the installation instructions.

> Area of application: For private residential areas, 
for 1-leaf sliding doors, 
for hard floors (laminate, PVC, tiles) and soft 
floors (carpet, cork – only for use in 
combination with bottom track)

> Version: Invisible running equipment integrated in door
> Door weight: <80 kg
> Door width: 800–1,800 mm
> Adjustment facility: Distance door to wall +4 mm 

(adjustment on both sides, 
for compensating uneven walls), 
height ±2 mm

> Installation: Wall mounting, floor must be even and level

With end cap Concealed mounting

H = door height H2 = internal opening height
MH= installation height X = internal opening width
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Wall mounting

Cut-out dimensions

Floor guide on hard floors Floor guide on soft floors with 
running track provided on site

Note
A slight trace of wear may appear on the floor, depending on material.
Tile gaps are noticeable when moving the door.

Note
Please note the lateral door overlap with concealed installation 
according to drawing.

Installation reference
> Make sure that floor is even and level
> Bottom track is required for soft floors
> Prepare wall structure for top roller

Section running gear and floor guide

Door installation

Other mounting options can be found in the installation instructions.

> Area of application: For private residential areas, 
for 1-leaf sliding doors, 
for hard floors (laminate, PVC, tiles) and soft 
floors (carpet, cork – only for use in 
combination with bottom track)

> Version: Invisible running equipment integrated in door
> Door weight: <80 kg
> Door width: 800–1,800 mm
> Adjustment facility: Distance door to wall +4 mm 

(adjustment on both sides, 
for compensating uneven walls), 
height ±2 mm

> Installation: Wall mounting, floor must be even and level

With end cap Concealed mounting

H = door height H2 = internal opening height
MH= installation height X = internal opening width

Asennus kovalle lattialle Asennus pehmeälle lattialle
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Wall mounting

Cut-out dimensions

Floor guide on hard floors Floor guide on soft floors with 
running track provided on site

Note
A slight trace of wear may appear on the floor, depending on material.
Tile gaps are noticeable when moving the door.

Note
Please note the lateral door overlap with concealed installation 
according to drawing.

Installation reference
> Make sure that floor is even and level
> Bottom track is required for soft floors
> Prepare wall structure for top roller

Section running gear and floor guide

Door installation

Other mounting options can be found in the installation instructions.

> Area of application: For private residential areas, 
for 1-leaf sliding doors, 
for hard floors (laminate, PVC, tiles) and soft 
floors (carpet, cork – only for use in 
combination with bottom track)

> Version: Invisible running equipment integrated in door
> Door weight: <80 kg
> Door width: 800–1,800 mm
> Adjustment facility: Distance door to wall +4 mm 

(adjustment on both sides, 
for compensating uneven walls), 
height ±2 mm

> Installation: Wall mounting, floor must be even and level

With end cap Concealed mounting

H = door height H2 = internal opening height
MH= installation height X = internal opening width

Leikkauskuva ovilehdestä

Lattiamatoille ja muille 
pehmeille lattiamateriaaleille 
asennetaan juoksulista.

Ovirulla voi aiheuttaa 
painaumajäljen lattiaan. 

• Varmista, että lattia on tasainen ja tasainen
• Valmistele seinärakenne ylätelalle

Oven asennusmitat

H= ovilehden korkeus
L= ovelehden leveys
MH= asennuskorkeus
H2 = oviaukon korkeus
X= oviaukon leveys

leikkauskuva

PINTALIUKUOVEN ASENNUS


