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FEATURES & BENEFITS

SPECIFICATIONS

• 1W Low Glare Marker

Light / Downlight

• 100 Lumens

• LED Chip - Osram

• Beam Angle 30°

• IP Rating – IP65

• Anti-Glare 

• Faceted Lens

• Flush toughened glass

IP65 IN-GROUND MARKER LIGHT

ELLA 

DIMENSIONS

• Polycarbonate Embedded

Sleeve available

• Included Brushed Nickel

& Matt White Bezel

• Variety of bezel options available

• Ideal walk over light when used 

mounting sleeve

• Suitable as a walkover light

• Available in 2700K, 3000K & 4000K

• 2 year warranty

Product Code

ELLA-27K-BN/WHT

Cutouts 

25

Colour

2700K

50K
LIFESPAN (HRS)

1W 30°
BEAM ANGLE 2 YEAR WARRANTY

CE & 
ROHS

AC100-240V IP65
CRI
90

OSRAM CHIP

Lumens

100lm

Power

1W

Dimension 

26 x 30

Finish

Brushed Nickel / Matt White

ELLA-4K-BN/WHT 254000K 100lm1W 26 x 30Brushed Nickel / Matt White

Product Code

ELLA-SLEEVE

Dimension 

35 x 50

Description

Polycarbonate Embedded Sleeve

Product Code

ML-DIM-DVR

Dimension 

171 x 54 x 20

Description

20W Dimmable Driver

Output Voltage

3-22V

Driver Supplied Fits
Through Cutout

In-Ground
Polycarbonate Sleeve

(Sold Separately)

AVAILABLE IN

2700K

3000K

4000K

ELLA-3K-BN/WHT 253000K 100lm1W 26 x 30Brushed Nickel / Matt White


