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EDIE PENDANT 
OFFSET GROUPING - OPTION A

13.5”

25”

PENDANT

14 lb  /  1.5lb   6 kg  /  0.6 kg+ - + -

Groupings of 3 Pendants are available in Offset 
or Level configurations.  Custom configurations 
are available.
Overall height is custom-to-order.

Pictured in Blackened Brass with Sandblasted Black & Opal Glass

Type

Dimensions

Weight

6 to 8 WeeksLead Time

Note

Voltage: 120V   60HZ
Socket type: E12, Candelabra

BULBS INCLUDED

Illumination

Materials 
& Finish

Solid brass components and hand blown glass

Finishes:  Blackened Brass
  Vintage Brass 
*Special Order Polished Nickel
  Satin Nickel

Glass Colors:  Sandblasted Black & Opal 
  Glossy Black & Opal

Certification Dry location
Damp location option available
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Height:   Custom to order
   Minimum 29.5”
Diameter: 13”

The Edie Pendant pairs two similar forms in hand-blown glass. 

Pure shapes, geometry, rhythm and repetition create a 
harmonious whole when used in multiple, or a streamlined 
statement when used solo. A contrasting black-and-white color 
scheme evokes a Bauhaus sensibility.

Glass is available in either a glossy or a soft sandblasted finish.  
Vintage or blackened brass metals are hand-finished.  Polished 
or satin nickel finishes are available by special order.  Custom 
finish combinations are available.

Made by hand in Kingston, Canada.
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EDIE PENDANT 
OFFSET GROUPING - OPTION B

Pictured in Blackened Brass with Sandblasted Black & Opal Glass
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13”
Pictured in Blackened Brass with Sandblasted Black & Opal Glass
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EDIE PENDANT 
LEVEL GROUPING - OPTION C


