
SLURRY FILL
BLENDED FAST SET SLURRY MIX WITH TEC 10

FAST DRYING

WHITE

PRE-BLENDED, JUST ADD WATER
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DESCRIPTION
A blended fast set slurry mix with our powdered Tec10 admix.

DOSAGE RECOMMENDATIONS

Add 0.22 lbs. – 0.25 lbs. of water per pound of Slurry Fill

BENEFITS OF USE
•	 Fast Drying 
•	 White
•	 Pre-blended, just add water

CURE RATE

Ready for sanding in as little as two hours.

PACKAGING
8 lb. Pails
40 lb. Buckets 

COVERAGE / YIELD 
0.06 CF per 8 lbs. / 0.3 CF per 40 lbs.  

SHELF LIFE
1 year

STORAGE
Store in sealed container and keep away from moisture.
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DISPOSAL
Follow all federal, state, and local regulations when disposing of this product.

LIMITATIONS
No known limitations if used properly.

WARRANTY
Warranty of this product, when used according to the directions, is limited to refund of 
purchase price, or replacement of product (if defective), at manufacturer / seller’s option. Trinic 
products shall not be liable for cost of labor or direct and/or incidental consequential damages.

SAFETY DATA SHEET
SDS for all Trinic products can be found on our website or by contacting us directly.
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