
Counter Fridges – 
American Series
◆ CFC free
◆ Stainless steel AIS 201 construction
◆ Electronic thermostat and digital LED 
 temperature display for accuracy
◆ Auto-defrost and auto-evaporation 
 of condensation water
◆ Magnetic gasket can be easily 
 be replaced
◆ Full size gastronorm compatible
◆ Auto-close, hinged doors.
◆ Radiused liner for easy cleaning
◆ Easy-access compressor
◆ Insulated pan section for
 improved efficiency

Counter Fridges

Eco-friendly
Cost-effective
Climate Neutral
Natural Refrigerant

R290
eco

Hard working and
flexible, the American

range offers attractive
features including wider doors,

cutting board   and efficient
refrigeration performance

due to alternate
compressor position

AC60-H-PR

Speci�c models
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Counter Fridges

AC48-H-PR

AC29-H-PR

Net Weight 
(Kg)

Gross
Weight (Kg)

Dimensions (mm) w x d x h
External Package

Power
(Watt)

Supply

1 1 +0.5 to +5

Temp
(Oc)Door Model Shelf

735 x 770 x 1141 775 x 795 x 1270230 240V/50Hz 75 90

Energy
Rating

-

kWh/
annum

-

Speci�cations subject to change without notice.

Capacity
(L)

231

AC29-H-PRX 1 1 +0.5 to +5 735 x 876 x 1141 775 x 900 x 1270230 240V/50Hz 80 95- -231

AC48-H-PR 2 2 +0.5 to +5 1225 x 770 x 1141 1265 x 795 x 1270230 240V/50Hz 110 128- -357

AC48-H-PRX 2 +0.5 to +5 1225 x 876 x 1141 1265 x 900 x 1270230 240V/50Hz 115 133- -357

AC60-H-PR 2 2 +0.5 to +5 1555 x 770 x 1141 1595 x 795 x 1270230 240V/50Hz 130 150- -479

AC60-H-PRX 2 2 +0.5 to +5 1555 x 876 x 1141 1595 x 900 x 1270230 240V/50Hz 136 156- -479

AC274-H 1 1 +0.5 to +5 705 x 770 x 962 775 x 800 x 1040230 240V/50Hz 70 80- -187

AC484-H 2 2 +0.5 to +5 1225 x 770 x 962 1265 x 800 x 1040230 240V/50Hz 95 110- -345

AC604-H 2 2 +0.5 to +5 1555 x 770 x 962 1595 x 800 x 1040230 240V/50Hz 105 120- -460

2

Alternative configuration options available: See additional information.

AC29-H-PR

AC274-H AC604-H


