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Specialist Tool Solutions

1500 SERIES 8 TONNE HYDRAULIC RAM
150000V2

PRODUCT DESCRIPTION:

Includes pre-loading 30mm hex, 2” extension and foam cut out for storage

• Standard power unit for SP hydraulic pulling options and can also be used with many 
alternative SP puller applications e.g. 3 leg pullers, ball joint pullers, hub pullers, 
suspension bush removers etc.

• Diameter 1 1/2”

• Thread 16tpi Whitworth

• Grease fi lled

• Direct force improves stability under load

• Provides maximum withdrawal force of 80kN

• Hex head makes it possible to increase pre-load capability up to 4 tonnes (with the use of 
a 30mm wrench)

• When hydraulic power is applied, the full force is achieved with little loss of ram travel

• As the workpiece starts to release, more stroke and power can be applied to ensure a 
good safe removal

150000V2

DATA SHEET
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1. Fully dismantle the ram, noting assembly 
sequence

2. Thoroughly de-grease all components
3. Inspect plunger and bore of body for any 

sign of damage. If excessibe damage is 
evident, then discard components

Assembly Procedure
1. Fully insert the force screw
2. Insert the small distance piece
3. Warm through both plastic cup washers 

in hot water for approximately 3 - 5 
minutes

4. Insert the warm small cup washer
5. Fill the bore with melted grease to 

below the taper section (before the 
threads) and allow to solidify

6. Insert the warm large cup washer
7. Remove the force screw
8. Insert plunger and push all the way down
9. Refi t the spring and cap assembly
10. Refi t the force screw assembly and fully 

engage to aid removal of air
N.B. There will be some air trapped in the 
ram, but this will dissipate during the fi rst 
applications

Contents:

1. 2 x Seals
2. 1 x Grease
3. 1 x Installation Instructions

REPAIR INSTRUCTIONS

1500 SERIES HYDRAULIC RAM REPAIR KIT
15002400
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SPARE PARTS

T Bar and Screw for use with 150000V2 
Hydraulic Ram

T-BAR & SCREW
15001200

Nose piece for 150000V2 & 180000V2 
Hydraulic Rams

NOSE PIECE FOR HYDRAULIC RAMS
15002700

Hydraulic Pullers - Ram Extension 
50mm (2”)

HYDRAULIC PULLER - RAM 
EXTENSION 50MM (2”)

15242200


