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Specialist Tool Solutions

ADJUSTABLE HOLDER FOR CAR BODY FILES
- Lightweight holder permits individual 	- Lightweight holder permits individual 	
tensioning of car body file blades.tensioning of car body file blades.

- The bending radius of the file can be 	- The bending radius of the file can be 	
steplessly adjusted via the tensioning 	steplessly adjusted via the tensioning 	
system.system.

-Particularly lightweight plastic design 	-Particularly lightweight plastic design 	
without plasticizer.without plasticizer.

- Can be used in a focused manner or over - Can be used in a focused manner or over 
a wide area as the car body file can be used a wide area as the car body file can be used 
curved as well as straight.curved as well as straight.

- Enables work with low levels of fatigue - Enables work with low levels of fatigue 
thanks to vibration-damping rubber pad. thanks to vibration-damping rubber pad. 

- Available for file lengths 300mm 		 - Available for file lengths 300mm 		
(KFH300MM)(KFH300MM) and 350mm  and 350mm (KFH350MM)(KFH350MM)..

PREMIUM CAR BODY FILE BLADES

PFERD NOW AVAILABLE FROM 

PRODUCT CODE PRODUCT 
INFORMATION

299B350C00 350MM- Extra Coarse 7tpi 
299B350C0 350MM- Very Coarse 8tpi
299B350C1 350MM- Coarse 9tpi
299B350C2 350MM- Medium 10tpi
299B350C3 350MM- Fine 12tpi
299E350SC 350MM- Cross Cut 
299B300C1 300MM- Coarse 9tpi
299B300C2 300MM- Medium 10tpi
299B300C3 300MM- Fine 12tpi


