
USER MANUAL



   WWW.AULTASURF.COM  USER MANUAL  PAGE 2

All AULTA watches are made of 100% hypoallergenic 316L stainless steel.

BATTERY LIFE (Leeway, Seaward, Paipo models) 

The battery of your AULTA watch should last approximately two years.  

Please be sure to replace it as soon as it expires to prevent any malfunction  

or damage to the piece.

LEATHER STRAPS

Our leather straps are made with the finest materials. Keep yours in pristine 

condition by shielding it from direct sunlight for prolonged periods, which can 

cause fading. Also, do not submerge leather straps in water.

ABOUT THE SCREW-DOWN CROWN 

!! All AULTA watch models feature a screw-down crown; this component 

helps prevent moisture infiltration. Always be certain that your crown is 

completely screwed down before entering any environment or before undertaking 

any activities where moisture is present. Never unscrew your crown while in any 

environment where moisture is present. Watches that have water damage due to 

the crown being pulled out or unscrewed will not be covered under our limited 

warranty. 

OPERATING THE SCREW-DOWN CROWN 

In order to pull the crown out to the first or second  

locking position, it must first be unscrewed.  

To open the crown, simply turn the crown  

counter-clockwise 4 to 5 turns. To close  

the crown and screw it down, push it  

in while turning clockwise; lightly  

finger-tighten the crown. Do not  

over-tighten the crown. The threading  

of your AULTA screw-down crown  

aids in effective moisture resistance.  

By over-tightening the crown the seals,  

gaskets and related materials can be damaged,  

resulting in reduced moisture resistance.

SCREW-DOWN CROWN POSITIONS 

CLOSED (screwed down)

The crown of your watch is ready to wear and is moisture resistant. 

OPEN (unscrewed)

The crown of your watch is unscrewed and not moisture resistant. 

POSITION 1 (1-click)

Unscrewed, with crown pulled out to the first notch (open): to set the hour hand. 
The crown of your watch is unscrewed and not moisture resistant. 

POSITION 2 (2-clicks)

Unscrewed, with crown pulled out to the second notch (open): to set the date. 
The crown of your watch is unscrewed and not moisture resistant. 

WATER RESISTANCE

• Make sure the crown is screwed down completely before using your watch in or 
near water.

• Steam may compromise the watch’s water resistance, so it is best to keep it away 
from hot tubs, saunas or hot showers.

• Water resistance may decrease over time and with wear and tear, so please use 
caution.

• All AULTA watches are rated minimum 10 ATM.

MARKING
RAIN AND 

HANDWASHING SWIMMING SNORKELING SCUBA

— NO NO NO NO

3 ATM YES NO NO NO

5 ATM YES YES NO NO

10 ATM YES YES YES NO

Tighten

Loosen



   WWW.AULTASURF.COM  USER MANUAL  PAGE 3

THE SEAWARD OPERATING INSTRUCTIONS

To set the time:

 1. Unscrew and pull crown completely to POSITION 2 (2-clicks). 

 2. Turn crown counter clockwise to correct time. 

 3. Push in and screw down crown to CLOSED position.

To set the date:

 1. Unscrew and pull out crown to POSITION 1 (1-click). 

 2. Turn crown counter clockwise to correct date. 

 3. Push in and screw down crown to CLOSED position.

To set the day:

 1. Unscrew and pull out crown to POSITION 1 (1-click). 

 2. Turn crown clockwise to correct day. 

 3. Push in and screw down crown to CLOSED position. 

THE LEEWAY OPERATING INSTRUCTIONS

To set the time:

 1. Unscrew and pull crown completely to POSITION 2 (2-clicks). 

 2. Turn crown counter clockwise to correct time. 

 3. Push in and screw down crown to CLOSED position.

To set the date:

 1. Unscrew and pull out crown to POSITION 1 (1-click). 

 2. Turn crown counter clockwise to correct date. 

 3. Push in and screw down crown to CLOSED position.

Using the chronograph:

This chronograph is able to measure and display time in 1/1 second united up to 
maximum of 1 hour.

Measuring time with the chronograph:

 1. The chronograph can be started and stopped each time button A is pressed. 

 2. Pressing button B resets the chronograph and all hands return to their 0 
positions. Only push button B when the chronograph has stopped. 

Resetting the starting position of the chronograph second hand:

 1. Unscrew and pull out crown to POSITION 1 (1-click). 

 2. Push button A to set position of the chronograph second hand. 

 3. Once the hand has been set push in and screw down crown to CLOSED 
position. 

  Note: The Chronograph second hand counts the seconds only when  
the chronograph is engaged. It is not a regular second hand and  
does not move when the chronograph is stopped.

24-hour hand

Calendar

Chronograph
second hand

Chronograph
minute hand

A

B

CLOSED (screwed down)

OPEN (unscrewed)

POSITION 1 (1-click)

POSITION 2 (2-clicks)

Crown

CLOSED (screwed down)

OPEN (unscrewed)

POSITION 1 (1-click)

POSITION 2 (2-clicks)

Crown

When adjusting the day or date first make  
sure the hour hand is between 6:00 and 9:00.  
After the day and date are set, THEN set the time.
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THE PAIPO OPERATING INSTRUCTIONS

To set the time:

 1. Unscrew and pull crown completely to POSITION 1 (1-click). 

 2. Turn crown to correct time. 

 3. Push in and screw down crown to CLOSED position. When the crown is 
screwed down in the CLOSED position the small second hand begins to run. 

THE ACUATICO AUTOMATIC OPERATING INSTRUCTIONS

Winding the mainspring:

The Acuatico automatic winding watch can also be hand wound by turning  
the crown in POSITION 1. Wind 12–15 times and it will start to move naturally  
after shaking slightly. Then the movement rotor will continue to wind the watch  
as you wear it.

To set the time:

 1. Unscrew and pull the crown out to POSITION 2 (2-clicks). 

 2. Turn the crown to set hour and minute hands. 

 3. Push in and screw down crown to CLOSED position.

To set the date:

 1. Unscrew and pull crown to POSITION 1 (1-click). 

 2. Turn the crown counter-clockwise to set the date. 
Since the change of date with mechanical watches takes place between 
9pm and 4am — please do not make any date adjustments within this 
period, because it can damage the movement. 

 3. Ater the date has been set, push in and screw down crown to CLOSED position.

Small
second hand

CLOSED (screwed down)

OPEN (unscrewed)

POSITION 1 (1-click)

Crown

!!

AUTOMATIC MOVEMENT OVERVIEW (Acuatico model only)

An automatic movement is a mechanical movement that captures the  

energy of your wrist’s motion and uses that energy to power the watch. 

Unlike quartz movements, which utilize batteries, an automatic 

movement uses energy from a wound spring to power the watch. This  

spring stores energy and transfers it through a series of gears and springs, 

regulating the release of energy to power the watch.

When fully wound, the Miyota 8215 movement used in the Aulta 

Acuatico builds up a power reserve of 40 hours +/–, which means it will 

continue to keep time for approximately 40 hours after you take it off.  

The 8215 movement has accuracy of –20 to +40 seconds per day,

Upon receipt of your watch, or after a period of non-usage, it is 

recommended to wind it manually per the operating instructions below. 

If the watch is worn every day, it will maintain timekeeping functions 

without winding. However if the watch has not been worn for an extended 

period of time, it will need a quick wind to garner initial power.

Second
hand

Date

CLOSED (screwed down)

OPEN (unscrewed)

POSITION 2 (2-clicks)

POSITION 1 (1-click)

Crown


