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Generally ready for
dispatch within 24 hours!

KRASO® Sealing Insert Type SD
Here there is an installation video 
(just scan in the QR-Code!)

KRASO® Sealing Insert Type SD

A type for special situations

+ Torque Control Nut KRASO® DKM: integrated torque limiter - no torque wrench required!

+ Whenever it gets complicated: this is the individual and custom-made solution for your sealing problem!
With large flange, eccentric or split...

+ 30 or 60 mm seal: proof against pressing water up to 2,5 or 5 bar (MPA-tested)!

High-quality in terms of TA-Air! Radon-tight!

+ KRASO® Sealing Insert quality: 5 mm thick clamping plates made of non-corrosive stainless steel V2A,

30 mm/60 mm seal made of specially developed rubber mixture, welded-on studs instead of through bolts.
+ With arrangement template: see at a glance the arrangement of media lines, pipes and cables!
+ Generally ready for dispatch within 24 hours!

+ Available for an additional charge:
· non-corrosive stainless steel V4A

· KTW - recommendation

· NBR - oil- and petrol resistant

· Temperature resistant up to 220°C.

KRASO® Sealing Insert Type SD 30 • KRASO® Sealing Insert Type SD 60 LG 1

for installation of pipes or cables , Torque Control Nut KRASO® DKM* 
KRASO® Type SD 30 - T, split / KRASO® Type SD 30 - E, eccentric / KRASO® Type SD 30 - GF, large flange 
KRASO® Type SD 60 - T, split / KRASO® Type SD 60 - E, eccentric / KRASO® Type SD 60 - GF, large flange 

Scope of supply: KRASO® Type SD 30 • KRASO® Type SD 60

All sizes and diameters available on request!

KRASO® Type SD 30 KRASO® Type SD 30 - T KRASO® Type SD 30 - E KRASO® Type SD 30 - GF
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Core hole diameter or

KRASO® Casing in mm
50 60 70 80 100 125 150 200 250 300 350 400 450 500

max. external diameter pipe or cable

from 0 0 0 0 0 0 0 0 0 0 0 0 0 0

to 25 35 45 55 75 100 125 175 225 275 325 375 425 475

KRASO® Type SD 30

KRASO® Type SD 30 80 € 84 € 87 € 92 € 97 € 112 € 135 € 169 € 229 € 315 € 413 € 528 € 693 € 844 €

KRASO® Type SD 30 - T 100 € 106 € 108 € 115 € 120 € 138 € 169 € 210 € 287 € 395 € 516 € 659 € 867 € 1.057 €

KRASO® Type SD 30 - E 111 € 116 € 118 € 127 € 145 € 152 € 186 € 231 € 315 € 434 € 568 € 726 € 954 € 1.163 €

KRASO® Type SD 30 - GF 108 € 114 € 116 € 124 € 131 € 151 € 184 € 227 € 310 € 426 € 558 € 712 € 936 € 1.140 €

Surcharge: additional drilling up to 5 drillings each additional drilling 16 €, each additional drilling 10 €

KRASO® Type SD 60

KRASO® Type SD 60 107 € 110 € 118 € 126 € 134 € 150 € 184 € 232 € 310 € 429 € 563 € 908 € 1.137 € 1.286 €

KRASO® Type SD 60 - T 128 € 132 € 142 € 151 € 160 € 180 € 220 € 279 € 372 € 516 € 676 € 1.091 € 1.364 € 1.543 €

KRASO® Type SD 60 - E 140 € 146 € 157 € 166 € 176 € 198 € 243 € 306 € 462 € 568 € 744 € 1.200 € 1.500 € 1.697 €

KRASO® Type SD 60 - GF 143 € 149 € 160 € 170 € 181 € 203 € 247 € 313 € 420 € 580 € 762 € 1.227 € 1.535 € 1.737 €

Surcharge: additional drilling up to 5 drillings each additional drilling 16 €, each additional drilling 10 €

* In some designs allen screws might be used.
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