
Bearon Aquatics is proud to present, Weeds Away! Operating in as little as 2' of water, Weeds Away 
is designed to create a continuous current of water. This current will, like a natural water current, 
move weeds, muck, silt, and suspended debris away from wherever it is pointed. This could be your 
swimming area, dock, marina or pier.  Point the blower up toward the surface of the water and turn it 
into an aerator. The current created by the blower also prevents fine silt and sediment particles from 
settling near your swimming area, marina or near your dock which ultimately forms muck. It comes 
with a quick disconnect power cord and a dock mount kit (1" x 6' steel pole not included). Energy 
efficient, simple installation and customer friendly.
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Bearon Aquatics is a branch of Bearon Manufacturing, LLC. | Listing No. E112360 Complies with UL 778 And CSA C22.2 No. 108

 PROP 65 WARNING: Crude oil, gasoline, diesel fuel and other petroleum products can expose you to chemicals including toluene and benzene, which are known to the State of California to cause cancer and birth defects or

For more information go to: www.P65Warnings.ca.gov/petroleum.
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With over 40 years experience, Bearon Aquatics energy efficient WEEDS AWAY is designed to create a current of water to remove weeds, 
muck, silt and surface or suspended debris away from docks or swimming holes.

All models come with 50’ - 150’(115V or 230V) or  200' - 400' (230V only) quick disconnect power 
cord (Customer specified. Sold in 50' increments only). Comes with Dock Mount Kit (1" x 6' steel 
pipe not included). Easy to install!

• Designed to create a current of water to remove weeds, muck,
   silt and suspended debris away from docks or
   swimming holes.
• Prevents fine silt and sediment particles from settling near
   your swimming area, marina or dock which ultimately 
   forms muck.
• Must be kept 2' from surface
• Motor housing can is constructed of 16 guage 304 
   stainless steel.
• Bronze endbell for corrosion free operation in fresh and 
   salt water.
• Motor exceeds NEMA specifications and is UL and CSA
   compliant and C.E. certified.
• Motor shafts is 316 stainless steel, the best material for salt
   water application.
• Stainless components immersed in environmentally safe
   dielectic lubricating fluid.
• Propeller is custom designed for maximum thrust 
   and performance.
• Water and oil resistant cord with three prong molded plug
   standard. SJTOW wire; UL & CSA approved - underwater rated.
• Quick disconnect cord available in 50’ increments to 400’
   (200’ - 400' available in 230 volt only).
• Comes complete with sacrificial custom designed aluminum
   alloy anode.
• Easy to install.

• 2-YEAR WARRANTY

• .75-hp Energy efficient, made in the USA, motor
• 115 or 230 volt
• 6.3/2.35 amps
• Single phase
• 50/60 cycle.
• 3/4 h.p. pushes water approximately 70 feet

MODELS

W750

• 1-hp Energy efficient, made in the USA, motor
• 115 or 230 volt
• 7.0/3.5 amps
• Single phase
• 50/60 cycle.
• 1 h.p. pushes water approximately 100 feet

W1000

Quick Disconnect Cord Screen Kits Brackets Propeller
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• Gives you ability to change the depth, direction,
   & angle easily 
• Comes with mounting base, bail with clevis pins
   & clips, pipe holder with nuts & bolts, and
   tightening handle.
• Due to shipping limitations, the 1”  steel pipe is
   not included.
• Stainless Steel pipe should be used for
   salt-water applications
• Maximum recommended pipe length is 6’ to
   prevent the pole from bending.

DOCK MOUNT

Propeller

• Gives you ability to change the depth, direction,
   & angle easily 
• Comes with mounting base, bail with clevis pins
   & clips, pipe holder with nuts & bolts, and
   tightening handle.
• Due to shipping limitations, the 1”  steel pipe is
   not included.
• Stainless Steel pipe should be used for

DOCK MOUNT




