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2. Locate slotted center 
beam and face beam. 
Lay both beams on the 
ground, parallel to each 
other. They’re located 
in box 3 that came with 
your shipment.

A: slotted center beam 
B: face beam

1. Locate both “L” beams. 
They’re located in box 
3 that came with your 
shipment.

A: left “L” beam 
B: right “L” beam

3. Insert “L” beams into face and center beams to form Side A 
stand base structure. “L” beams are located in box 3 that came 
with your shipment

A: “L” beam 
B: slotted center beam 
C: face beam

4. Locate 8 large bolts and 8 large washers and fasten “L” beams 
and slotted center beam together by screwing bolts/washers into 
holes on top of the slotted center beam. Tighten using Allen Key 
(included). They’re located in box 3 that came with your shipment.

A: large bolt 
B: large washer 
C: slotted center beam

So, you’ve decided to get yourself a brand-new Lug® Hanger Display.  We couldn’t be happier for you! This handsome display will be a great 
addition to your space. Now it’s time to get your hands dirty so, find yourself a buddy, clear some workspace and get your hard-hats on. By 
following these step-by-step instructions, it should take you about 30-40 minutes to complete your very own Lug® Hanger Display. We hope 
you love it as much as we do.
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5. Lie stand base structure down on its back and 
fasten “L” beams and face beam together by 
screwing bolts/washers into the holes on the bottom 
of the face beam. Tighten using Allen Key (included).

A: face beam

If you purchased only Side A, skip to step 8.

6. Locate Side B stand base and slide into back of Side A stand base 
structure. They’re located in box 3 that came with your shipment.  
This is step only applies if you purcashed Side A+B.

A: Side B stand base 
B: stand base structure

7. Flip stand over and fasten Side B stand base and Side A stand base structure together by 
screwing bolts/washers into holes located on bottom of Side A stand base structure. Tighten 
using Allen Key (included). This is step only applies if you purcashed Side A+B.

A: Side B stand base 
B: stand base structure

8. Locate casters and 4 sets of 1 narrow bolt + 1 locking washer 
+ 1 washer + 1 nut per caster. They’re located in box 3 that came 
with your shipment. If you purchased Side A, you will have 4 sets of 
casters. If you purchased Side A+B, you will have 6 sets of casters.

A: caster with brake assembly 
B: plain caster 
C: narrow bolt 
D: locking washer 
E: washer 
F: nut
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10. Stand your base structure up so that it’s now standing on the wheels that you installed in 
step 9. Locate slotted extension beams. There are two 2-foot extensions and two 1-foot 
extensions. Locate topper beam. They’re located in box 3 that came with your shipment.

A: 1-foot extensions 
B: 2-foot extensions 
C: topper beam

9. Fasten wheels to stand base screw plates by inserting the bolts 
through a locking washer, through the bottom of the stand base 
structure, then slipping a washer through the end of the bolt 
and ending with a nut. Tighten each nut securely. Make sure to 
fasten the wheels with a brake assembly to opposite corners 
of the display stand – this will allow easy access to the brakes 
as well as allow both sides to lock evenly. Tighten using Allen 
Key (included).

A: screw plate 
B: caster

Your base structure is now complete.

11. Insert white base box into completed stand base structure. If you purchased Side A + B, 
insert second white base box into Side B stand base. The bases are located in box 1 that 
came with your shipment.

A: stand base structure 
B: white base box
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12. You must now determine how tall you’d like your stand to be. We have included enough parts to accommodate 4-foot, 5-foot, 6-foot, and 
7-foot stand heights. 

 For a 4-foot stand, fasten the topper beam to the existing base structure using large bolts and washers. Tighten using Allen Key (included).

 For a 5-foot stand, insert 1-foot extensions beams into the topper beam and fasten with large bolts and washers then insert into top of 
“L” beams on base structure and fasten using large bolts and washers. Tighten using Allen Key (included).

 For a 6-foot stand, insert 2-foot extensions beams into the topper beam and fasten with large bolts and washers then insert into top of 
“L” beams on base structure and fasten using large bolts and washers. Tighten using Allen Key (included).

 For a 7-foot stand, insert 1-foot extensions beams into the topper beam and fasten with large bolts and washers. Then, insert 2-foot 
extensions beams into existing 1-foot extensions / topper beam structure and fasten using large bolts and washers. Lastly, insert 
completed topper beam / extensions structure insert into top of “L” beams on base structure and fasten using large bolts and washers. 
Tighten using Allen Key (included).

A: extension beam 
B: topper beam

Your stand structure is now complete.

13. Attach hooks, shelves, baskets, safety package, and 
assemble the acrylic display stands. All of these are located 
in the stand base(s) that are in box 1 that came with your 
shipment. Also, install the hang-bars which are in box 4 and 
install the branded header u-bar and shelves which are 
located in box 2 that came with your shipment.

A: side A 
B: side A+B

Total assembly time: approximately 30-40 minutes.
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