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Introduction 

Dear musician, 

Thank you for purchasing Audified TNT Voice Executor.   

The Voice Executor is created in cooperation with TNT recording and post-production 
studios. This unique plug-in allows quick and intuitive processing of voice recordings. 
Simply, TNT series are plug-ins made by studio engineers for studio engineers and for 
voiceover artists, youtubers, audiobook creators and singers.   

Usage 

The plug-in control is based on carefully prepared built-in presets, so there are only 
three control elements in the interface. Despite the simplicity of control, the audio 
processing capabilities of the plug-in are huge. The modules creating the complex 
plug-in structure were set up in TNT studio, utilizing their long term experience in 
recording and postproduction.  

The TNT Voice Executor effect could be applied to spoken word, rap or singing. 

Installation 

This plug-in is protected by iLok (a software machine license or a USB dongle). Please 
make sure you have activated a valid license in your iLok account. Please refer to  
this guide: https://shop.audified.com/pages/how-to-activate-ilok-license  

Windows: If the downloaded file is packed, unzip it. Run the installer and follow the 
on-screen instructions. You can select the destination path and the installed plug-in 
format during the process.  

Mac: If the downloaded file is packed, unzip it. Mount the provided disk image and 
run the installer. You can select the installed plug-in format by clicking the Customize 
button.  

Uninstallation 

Windows: Navigate to the TNT Voice Executor program folder in the Start menu and 
run the uninstaller. 

Mac: Open the provided disk image and run the uninstaller. 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Services menu 

To access calibration, this manual, product updates, 
product version info, TNT and AUDIFIED web sites, use the 
SETTINGS menu. 

Presets 

• To load a factory preset, use the      button.  

• The factory presets cannot be modified or saved.   

Controls  

To set up the desired sound, select one of the factory presets as described above. The 
LED’s on the right provide information which of the built-in modules are active in the 
given preset. Gate and Limiter changes their colors to the red when the limitation is 
active. The Compressor shows its activity in the GR (Gain Reduction) LED group.   

Once the preset is loaded, adjust the intensity of processing turning the DRIVE knob. 

The INPUT and OUTPUT knobs allow independent adjustments of signal levels.  
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Calibration 

The Calibration parameter adjusts the difference between the digital scale 
(dBFS) and the analog scale (dBu) and you are supposed to set the calibration 
to work in proper operational range of the TNT Voice Executor effect. 

Be careful when working with this parameter. We suggest to set this parameter 
to the headroom you use in your DAW recordings or to the headroom of your 
audio interface. The default setting is –9 dB and it is loaded every time you load 
the plugin. However the calibration value is overwritten by the value from DAW 
project (when the calibration is changed explicitly and saved with the project). 
The default value can be changed in the settings menu.

Meters 

The Input and Output meters are PPM (Peak meters) and they are Calibration-
dependent, so if the real dBFS scale is needed, simply set the Calibration to 0dBFS. 

Conclusion 

We believe that now you can easily work with the TNT Voice Executor. However, if 
there would be anything unclear or in case you need our assistance, do not hesitate 
to contact us at  http://services.audified.com/support 

Thanks for using AUDIFIED & TNT products and services. 
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