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Cable installations are a difficult and at times tedious ordeal. 4XEM’s 
Professional RJ-45 Network tester has been designed to help make the 
process smoother. 4XEM has crafted a lightweight and travel sized tester 
that can test a variety of cables; RJ-45, RJ-11 and even BNC cables are 
able to be tested efficiently with this device. Battery powered for on site 
convenience this device tests for Straight-through connections, short, 
crossover and others. Makes sure your installations are to your specifics or 
add another tester to your arsenal with 4XEM.

Problem it solves: Makes sure your cable configuration is exactly what 
you need it to be during your professional RJ-45 or RJ-11 installations.

NOTE: NOT FOR USE ON LIVE OR POWERED CIRCUITS. MAY 
DAMAGE UNIT

4XEM Products Are Available At Your Favorite Online Retailers
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Features

• Tests RJ-45, RJ-11 and BNC cables
• Tests Alignment for Straight, Short, Crossover, 

No connection and BNC
• Battery powered
• 3 buttons – Power, Test and Test mode switch
• LED indicators for Power, and Test Result
• Lightweight and Travel sized
• Max Test Distance of 984.25 FT (300 M)
• Color: Grey & Green

Application

• Home
• Testing
• Office
• Networks
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* Product appearance and specifications are subject to change without notice.

* Same day shipping is only available for orders shipping within the United States.

Warranty Information

Connector(s)

Hardware

Performance

Power

Physical Characteristics

Packaging Information

What's in the Box

Notes

Warranty Period 

Main Unit

Remote Unit

Accepted Cable Types

Functions/Tests

Max Test Distance

Power Source
Input Voltage
NCV Testing Range

Color 
Shell Material
Buttons/Switches

Indicator LEDs

Product Height
Product Width
Product Length
Weight of Product

Package Type
Package Height
Package Width
Package Length
Shipping (Package) Weight

Included in Package

Notes

1 year

RJ-45 Female
BNC Female
RJ-45 Female

UTP/STP LAN Cable - Male RJ-45 Terminated
Telephone Cable - Male RJ-11/12/22 Terminated
Coaxial  - Male BNC Terminated

Wiremap (Pins 1-8 + Shield)
Straight
Short
Crossover
No Connection
BNC
No-Contact Voltage (NCV)
984.25 ft [300 m]

Battery
9V DC @ 25mA
AC 60V-240V, 50Hz-60Hz)

Grey & Green
Plastic
Test button
Power/Buzzer Switch
Test Mode Switch
Power
Wiremap Pins (+ Shield)
Test Result
BNC
NCV
5.51 in [140.0 mm]
2.75 in [69.8 mm]
1.40 in [35.6 mm]
4.52 oz [128 g] (Without Battery)

Box
6.89 in [175 mm]
3.39 in [86.2 mm]
1.91 in [48.5 mm]
8.40 oz [238 g]

1x Main Unit
1x Remote Unit
1x BNC/RJ-45 Adaptor
1x 9V Battery
1x Travel Pouch
1x User Manual

Not for Testing on live or powered circuits. Can 
damage unit.
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