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Unleash the full potential of your workstation with the 15 Port USB-C 
Ultra 5K Universal Docking Station! Featuring dual 4K displays, this docking 
station is designed for professionals who need to expand their workstation 
for maximum productivity. 

With a USB 3.1 Gen 1 Type-C Host Connector and 2x DisplayPort 
1.2 and 2x HDMI 2.0 (18.0 Gbps) ports, you can connect to two 4K displays 
and enjoy stunning visuals. The 6x USB 3.0 Type-A (5 Gbps) ports offer fast 
and reliable data transfer, and the 1x RJ45 Gigabit Ethernet port ensures 
stable and fast internet connection. 

In addition, the docking station features 1x 3-pole TRRS Phono Jack 
(Stereo Output) and 1x 3-pole TRRS Phono Jack (Mic Input) for connecting 
audio devices. The 1x Barrel type power connector allows for easy and 
convenient power supply. 

With its compact and versatile design, the 15 Port USB-C Ultra 5K 
Universal Docking Station is the perfect upgrade for your workstation. 
Experience lightning-fast speeds, stunning visuals, and seamless 
connectivity. 

4XEM Products Are Available At Your Favorite Online Retailers
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Features:
• USB 3.1 Gen 1 Host Connector – Detachable
• Up to 60W of Power Delivery
• Supports Single 5K monitor resolutions and Dual 4K Monitor resolutions
• 2x DisplayPort 1.2 (21.6 Gbps) ports
• 2x HDMI 2.0 (18.9 Gbps) ports
• 6x USB 3.0 Type-A
• 1x RJ-45 (10/100/1000 Mbps)
• 1x 3-pole TRS 3.5mm Phono Jack (Stereo Output)
• 1x 3-pole TRS 3.5mm Phono Jack (Mic Input)
• 1x Barrel type Power Connector
• Windows (7 and higher) and Mac OSX (10.8 and higher) compatibility
• AC Adapter Included

• Power Delivery: With up to 60W of Power Delivery, the docking station can charge your USB-
C enabled laptop or device while connected, eliminating the need for separate chargers and 
keeping your workspace tidy.

• Multiple Display Support: The docking station supports single 5K monitor resolutions or dual 
4K monitor resolutions, allowing you to expand your desktop workspace, increase 
productivity, and enjoy stunning visual experiences.

• Versatile Video Output Options: It offers 2x DisplayPort 1.2 and 2x HDMI 2.0 ports, providing 
flexibility to connect multiple monitors and choose the most suitable display options for your 
setup.

• Extensive USB Connectivity: With 6x USB 3.0 Type-A ports, you can connect a variety of 
peripherals such as external hard drives, keyboards, mice, printers, and more, enhancing 
your workflow and productivity.

• Fast and Reliable Network Connection: The RJ-45 port enables a reliable wired network 
connection with speeds of 10/100/1000 Mbps, ensuring fast and stable internet connectivity.

• Audio Connectivity: The docking station features two 3-pole TRS 3.5mm Phono Jacks, one for 
stereo output and another for microphone input. You can connect speakers, headphones, or a 
microphone, enhancing your multimedia experience or enabling communication during video 
conferences or calls.

Benefits:
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* Product appearance and specifications are subject to change without notice.

* Same day shipping is only available for orders shipping within the United States.

Warranty Information

Features/Hardware

Connector(s)

Performance

Software

Power

Physical Characteristics

Environmental

Packaging Information

What's in the Box

Notes / Special Requirements

Warranty

4K Support
Displays Supported
USB Ports
Fast-Charge Port(s)
Network
SD Card Reader
Audio
Power Delivery
Lock Slot
Industry Standards

Chipset ID

Host Bus Type
Host Connector
Host Connector Cable
Connector Type(s)/Rate(s)

Maximum Digital Resolutions

Maximum Analog Resolutions
Audio Specifications

OS Compatibility

Power Source
Power Adapter Style
Power Consumption
Input Voltage
Power Delivery

Color
Shell Material
Host Cable Length

Buttons/Switches
LED Indicators
Power Cable Length

Product Height
Product Width
Product Length
Weight of Product

Operating Temperature
Storage Temperature

Package Type
Package Height
Package Width
Package Length
Shipping (Package) Weight

Included in Package

Notes

1 Years

Yes
2
6
No
Yes
No
Yes
60W
Yes
Power Delivery (PD 2.0)
DisplayPort 1.2 (HBR2)
HDMI 2.0
HDCP 2.2
DisplayLink - DL6950
Fresco Logic - FL5002
VIA Labs - VL813

USB 3.1 Gen 1 (5 Gbps)
USB Type-C
Detachable
2x DisplayPort 1.2 (21.6 Gbps)
2x HDMI 2.0 (18.0 Gbps)
6x USB 3.0 Type-A (5 Gbps)
1x RJ45 (10/100/1000/Mbps)
1x 3-pole TRS 3.5mm Phono Jack (Stereo Output)
1x 3-pole TRS 3.5mm Phono Jack (Mic Input)
1x Barrel type power connector

Single Monitor: 5K (5120 x 2880 @ 60Hz)*
Dual Monitors: 4K UHD (3840 x 2160 @ 60Hz) Each
N/A
2-ch Stereo (via 3.5mm TRS)
Up to 8-ch Surround (via DP/HDMI)

Windows 7 or higher
Mac OSX 10.8 or higher

AC Adapter Included (100-240VAC, 50/60Hz, 2.5A Max , CLASSⅡ)
Brick
100W
20V DC @ 5A
Up to 60W

Black
Plastic
C-C Cable: 36.61 in [930 mm]
C-A Cable: 37.20 in [945 mm]
Power On/Off Switch
Power: Blue
AC In: 4.63 ft [1.40 m]
DC Out: 3.90 ft [1.19 m]

1.10 in [28.0 mm]
8.86 in [225.0 mm]
3.27 in [83.0 mm]
12.06 oz [342 g]

32°F to 104°F [0°C to 40°C] @ 10%-90% RH (Non-Condnesing)
14°F to 158°F [-10°C to 70°C] @ 10%-90% RH (Non-Condnesing)

Box
5.35 in [136.0 mm]
10.55 in [268.0 mm]
4.11 in [104.3 mm]
2.83 lbs [1.28 kg]

1 x USB 3.1 Gen 1 Type-C Universal Docking Station
1 x USB Type-C to Type-C Cable
1 x USB Type-C to Type-A Cable
1 x User Manual
1 x AC/DC Power Adapter
1x NEMA 5-15P to IEC 320 C7 Power Cable

"This device only supports 2 connected displays.  If both ports of the same 
display head are occupied, DisplayPort will take precedence.
A single 5K@60Hz display requires a connection from both DP ports.
Audio output is not dynamically selectable.  Audio output is given the following 
priority: 1st-3.5mm phono, 2nd-Display Head 1, 3rd-Display Head 2."
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