
4XEM 10FT High Resolution Coax M/M VGA Cable 

4XEM Part- 4XVGAMM10FT
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Designed to deliver the highest video quality possible through VGA, 
4XEM's High Resolution VGA Cables are ideally suited for top performance 
VGA applications. Constructed from 28 AWG wire, these durable male to 
male coaxial VGA cables eliminate potential ghosting and fuzzy images 

inherent to non-coaxial cables. Foil shielding protects your short cable runs 
from EMI/RFI interference and fully molded connectors sport easy-to-use 
long thumbscrews for a fast connection. Connect with the best - 4XEM.

The added length gives you way more flexibility.

4XEM gear is respected industry wide for its high performance, premium quality 
and durability.

4XEM Products Are Available At Your Favorite Online Retailers
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Features
• 4XEM unmatched Lifetime warranty
• 10ft 15 pin VGA male to VGA male cable
• Plug and play installation
• Support resolution:800*600 1024*768 1280*720 1280* 960 

1366*768 1440*900 1600*900 1920*1080(1080P Full HD) 
2560*1600 etc.

• Applications for Any Devices with a VGA Interface
• Audio must be transmitted separately
• Clone your display
• Extend your display
• Screws in for tight secure connection
• Braided Shielding
• Foil shielding
• High quality construction and high-resolution support
• Maintains signal strength for clean, sharp imaging

Application

• Home office
• Small business
• Home Theatre
• Networking
• Desktop
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* Product appearance and specifications are subject to change without notice.

* Same day shipping is only available for orders shipping within the United States.

Warranty Information

Hardware

Connector(s)

Physical Characteristics

Packaging Information

What's in the Box 

Notes

Warranty

Active or Passive cable 
Chip ID
Direction
Cable Jacket Type
Cable Shield Type 
Connector Plating
Fire Rating
Number of Conductors

Connector A
Connector B

Color
Cable Length
Cable OD
Ferrite OD
Wire Gauge
Connector Style 
Connector Height 
Connector Width 
Connector Length 
Weight of Product

Package Height
Package Width
Package Length 
Shipping (Package) Weight

Included in Package

Lifetime

Passive
N/A
Bidirectional
PVC - Polyvinyl Chloride
Aluminum-Mylar Foil with Braid
Nickel
CMG Rated (General Purpose)
15

VGA (DB-15) Male
VGA (DB-15) Male

Black
10 ft [3.05 m]
0.3 in [7.6 mm]
0.84 in [21.3 mm]
28 AWG
Straight with Locking Screws 
0.62 in [15.8 mm]
1.32 in [33.5 mm]
1.76 in [44.6 mm]
8.40 oz [238 g]

10.24 in [260 mm] 
8.27 in [210 mm] 
1.43 in [36.4 mm] 
8.61 oz [244 g]

1 - 10 ft VGA Cable - M/M
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