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4XEM Long range 50M wireless extender AV HDMI 
transmitter and receiver kit supports up to 164FT/50M 
at 1080P.  It extends high definition audio and video to 
any HDTV display with up to 164FT @1080P. Don't let 
those pesky wires prevent you from running your signal 
to where it needs to go, or clean up your space by 
removing the wires entirely. 4XEM's trusted equipment 
will serve all of your wireless transmission needs.

4XEM Products Are Available At Your Favorite Online Retailers
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4XEM Wireless 50M HDMI Extender 

4XEM Part- 4XWLSHDMI50M
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Features:

• transmits HDMI signal from source
device to display device up to 50M
wireless
• full HD 1080P transmission and full
compliance with HDMI and HDCP
• supports IR remote control function to
control source device content from long
distance
• easy and quick installation
• no cables needed between sender (TX)
and receiver (RX)

Application(s):

• Wireless Transfer
• Long Distance
• De-Cluttering
• Audio Transmission
• Video Transmission

4XEM Products Are Available At Your Favorite Online Retailers
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* Product appearance and specifications are subject to change without notice.

* Same day shipping is only available for orders shipping within the United States.

• HDMI Signal: full compatibility with HDCP
• Transmitting   Protocol:HDbitT
• Supported   Resolution: 480i@60Hz, 480p@60Hz,

576i@50Hz, 576p@50Hz,720p@50/60Hz,
1080i@50/60Hz,   1080p@50/60Hz.

• IR Remote Control: supports 20-60kHz IR remote
device.         Transmitting Distance: 50 m at 1080P
60Hz.

• Operating Temperature: 0°C to 40°C (32°F to 104°F)
• Storage Temperature: -20°C to 80°C (-4°F to 176°F)
• Humidity: 25%-60%
• Max Distance: 50 m / 164 ft
• Frequency: 5GHz
• Power Supply: DC5V/2A
• Power Source: AC Adapter Included
• Power Consumption: TX<8.5W RX<5.5 W.
• Enclosure Material: Metal
• Color: Black

SPECIFICATIONS:

SIGNAL SPECS

ENVIRONMENTAL

POWER
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