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NOTES: Also available as a post mount.  Please inquire for more details. All lanterns are handmade and made to order in Southern California. Dimensions may vary slightly. 

J - Junction BoxBACKPLATE: Diameter: 4” 
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WALL SCONCE

LEAD TIMES VARY, PLEASE CHECK WEBSITE OR CONTACT A SBLC TEAM MEMBER FOR 
CURRENT LEAD TIMES. 

LEAD TIME

ZINC PROTECTIVE COATING - WE RECOMMEND ZPC AS AN OPTION FOR ALL EXTERIOR 
LANTERNS. ZPC IS A SPECIALIZED METALIZING PROCESS, A PROTECTIVE ZINC LAYER IS 
ADDED TO ENSURE PROTECTION AND DURABILITY AGAINST CORROSION AND HARSH 
WEATHER CONDITIONS. 

AVAILABLE OPTIONS

• ETL LISTING OPTIONS AVAILABLE

• MAX WATTAGE: 60

CONFIGURATION

SBLC OLD WORLDSBLC DARK ZINCPREMIUM FINISHES

SBLC BROWNSBLC BLACKSBLC GREYSTANDARD FINISHES

FINISH OPTIONS

THIS WROUGHT IRON SCONCE HAS A CLASSIC FRENCH INFLUENCE, WITH SIMPLE 
SCROLLS AND A DIAMOND MOTIF ON THE BACKPLATE. BALANCED PROPORTIONS 
AND HAND-HEWN AND EDITED DETAILING.HAND FORGED IN HEAVY GAUGE IRON.  

THE DOUBLE DIAMOND WALL SCONCE

SHOWN IN SBLC OLD WORLD FINISH 

SPEC SHEETDOUBLE DIAMOND SCONCE


