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TECHNICAL SPECIFICATIONS

UOM TEST METHODNEPLAR COMMERCIAL
R 240

TEST

FABRIC PROPERTIES

Fiber Content
Weight (±5%)

80/20% - Polyester/Cotton 
240 g/m² ISO 3801

TENSILE STRENGTH

Warp / Weft >950 / >850 Newton ISO 13934-1

TEAR STRENGTH

Warp / Weft >70 / >65 Newton ISO 13937-2

RUBBING FASTNESS

Dry / Wet ≥4 / ≥4 Grade ISO 105-X12

SHRINKAGE

Warp / Weft ≤ ≤2 / 1 % ISO 7771

RESISTANCE TO WATER

Spray Rating
Water Column

>50
>400

%
MM

ISO 4920
ISO 811

LIGHT FASTNESS

ANTIFUNGUS TEST

Light Fastness

Soil Burial

7+

≤10

Grade

%

ISO 105-B02:2013

ISO 11721-1:2001

PACKING DETAILS

WIDTH

72 INCH  | 183 CM

SELVEDGE

FRINGE

54 YARDS  |  50 METERS

ROLL LENGTH (Approx.)

PRODUCT DESCRIPTION
Neplar® Commercial R 240 is a light weight, polyester-cotton ripstop canvas 
fabric. The fabric has high tear strength due to its ripstop weave.
The main application of this fabric is agricultural tarpaulins used as ground sheets 
and crop covers. The coating treatment on both sides provides excellent 
waterproofing and abrasion resistance and durability.

Water Repellent Waterproof

Mildew Resistant Color Fastness

FEATURES

Agricultural Tarps  |  General Purpose Tarps  |  Farm Covers  |  Tractor Covers
Sports Field Covers  |  Ground Sheets

APPLICATIONS

®

Neplar  COMMERCIAL R 240

Dimensionally
Stable

UV Stable

V.4.23

COLORS

Olive

• Custom colors available on request.
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