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The Selectable LED Surface Square
Down Light Series can be widely 
used for Indoor Excellent for
Hallways, Multipurpose Rooms , 
Underground parking,super market,
store and many other applications.

Wattages: 10W , 15W , 20W
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Packaging information:

WSD-SDW101520W347-345K-W:

Carton Size:540mmX380mmX290mm
                    21.26”X14.97”X11.42”(10Pcs/CTN)

Inside the box:260mmX70mmX275mm
                       10.24”x2. 76” x10. 83”(1Pcs/CTN)

• Lumileds LED, high luminous efficiency and long 

     working life.

• High efficiency LED Driver, the wide range input 

   voltage AC120-347V.

• Excellent Optics design,greatly improve the light 

   utilization and evenness.

• The 0-10V Dimming type is continuous.

• Motion sensor Control Available (Optional).
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Dimension:

ORDERING INFORMATION:
EXAMPLE: 
WSD-SDW101520W347-345K-Z[D,W,B,S]-E[Blank,EC,M,ECM]
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WSD SDW 101520 347

SDW
Surface 
Square 
Down Lights

 101520
10W/15W
20W

347
AC120-347V

WSD LED
INC

345K

CCTPRODUCTCOMPANY POWER VOLTAGE

345K
3000K/4000K/5000K

Control Module:

Specifications: 

Shell materials: Aluminum & PC.

Net weight：0.97Kg  (2.1 lbs)

Finish: White(Standard)

   Product Size:250mmX250mmX59mm

                       9.85”X9.85”X2.32”

Z

FINISH

D (Dark Bronze)
W (White)
B (Black)
S (Silvery)

E

CONTROL
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Selectable LED Surface Square Down Lights

Wattages: 10W , 15W , 20W
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EC (Emergency)
M (Motion Sensor)
ECM (Emergency+

                   Motion Sensor)
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CONTROL (SOLD SEPARATELY)EMERGENCY BACK-UP (SOLD SEPARATELY)

WSD-EMPK04E27-4W
4W Emergency Backup 
Battery LED Driver

RC100
Remote Controller

ANT-8A
Microwave Bi-level Sensor (12V DC)

Selectable Power
Three position sliding switch

10W / 15W / 20W

Selectable CCT
Three position sliding switch

3000K / 4000K / 5000K

WWW.WSDLEDINC.COM

https://wsdledinc.com/
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PHOTOMETRICS:

WSD-SDW101520W347-345K-W (20W&3000K)

WSD-SDW101520W347-345K-W (20W&4000K)

For complete IES files, please visit our website.
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Selectable LED Surface Square Down Lights

Wattages: 10W , 15W , 20W

WSD-SDW101520W347-345K-W (20W&5000K)
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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1.219m 335.19cm171.4,534.1lx

2m 549.85cm63.70,198.5lx

3m 824.77cm28.31,88.22lx

4m 1099.70cm15.92,49.62lx

5m 1374.62cm10.19,31.76lx

Height Eavg,Emax DiameterAngle:107.93deg

Flux out:1516 lm
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MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2382lx 0.02213fc

  5% 0.3970lx 0.03688fc

 10% 0.7940lx 0.07376fc

 30% 2.382lx 0.2213fc

 50% 3.970lx 0.3688fc
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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1.219m 336.30cm176.3,577.0lx

2m 551.67cm65.51,214.4lx

3m 827.50cm29.11,95.29lx

4m 1103.34cm16.38,53.60lx

5m 1379.17cm10.48,34.30lx

Height Eavg,Emax DiameterAngle:108.11deg

Flux out:1679 lm
131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'
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105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2571lx 0.02388fc

  5% 0.4284lx 0.0398fc

 10% 0.8568lx 0.0796fc

 30% 2.571lx 0.2388fc

 50% 4.284lx 0.398fc
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1.219m 336.79cm173.5,567.5lx

2m 552.48cm64.49,210.9lx

3m 828.72cm28.66,93.73lx

4m 1104.96cm16.12,52.72lx

5m 1381.19cm10.32,33.74lx

Height Eavg,Emax DiameterAngle:108.19deg

Flux out:1653 lm
131.2' 40.00m

105.0' 32.00m
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131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2528lx 0.02348fc

  5% 0.4213lx 0.03914fc

 10% 0.8425lx 0.07827fc

 30% 2.528lx 0.2348fc

 50% 4.213lx 0.3914fc
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