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Menü Menürei-
henfolge 
(Drücken)

Standard 
Zeit

Standard 
Tempera-
tur 

Bild-
schirm-
anzeige 
Symbol

Emfohlene 
Menge

Pommes 1 Mal 25 Min. 180 °C Pommes 
& 180 °C

350 g

Gefrorene 
Pommes

2 Mal 30 Min. 180 °C Gefrorene 
Pommes 
& 180 °C

350 g

Fisch 3 Mal 12 Min. 200 °C Fisch & 
200 °C

300 g

Steak 4 Mal 25 Min. 180 °C Steak & 
180 °C

500 g

Geflügel 5 Mal 25 Min. 200 °C Geflügel & 
200 °C

500 g

Nuggets 6 Mal 29 Min. 200 °C Nuggets 
& 200 °C

300 g
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12 Störungsbehebung & Wartungsanleitung

Problem- 
beschreibung

Mögliche Ursa-
chen

Lösung(en)

Die es Smart 
Cooking Heißluft-
fritteuse bekommt 
keinen Strom.

A. Das Stromkabel 
ist nicht einge-
steckt.
B. Thermostat
C. Sicherung

Prüfe, ob die es 
Smart Cooking Heiß-
luftfritteuse einge-
steckt ist. Wenn ja, 
prüfe, ob das Ther-
mostat geöffnet ist. 
Wenn das Thermos-
tat geöffnet ist, wird 
es nach dem Abküh-
len zurückgesetzt. 
Wenn das Thermos-
tat nicht geöffnet 
ist, prüfe bitte, ob 
die Sicherung durch-
gebrannt ist. Wenn 
die Sicherung durch-
gebrannt ist, wechsle 
bitte die Sicherung 
aus.

E1 oder E2 wird auf 
dem Bildschirm an-
gezeigt.

NTC Bitte wechsle das 
NTC.

Kein Ton. Lautsprecher Wenn der Laut-
sprecher defekt ist, 
tausche ihn bitte aus.

Das Ventilatorsym-
bol dreht sich nicht.

Motor oder PCB Prüfe, ob der Motor 
in Ordnung ist, wenn 
nicht, tausche den 
Motor aus.
Wenn am Motor kein 
Problem vorliegt, 
tausche bitte die 
Platine aus.
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Tasten nicht verfüg-
bar.

PCB Bitte wechsle das 
PCB aus.

E3 wird auf dem 
Bildschirm ange-
zeigt.

PCB Bitte wechsle das 
PCB aus.

Wenn Du den Korb 
herausziehst, läuft 
es Smart Cooking 
Heißluftfritteuse 
weiter.

Mikroschalter Bitte tausche den 
Mikroschalter aus.

Wenn Du die Start-
taste drückt, be-
ginnt die es Smart 
Cooking Heißluft-
fritteuse nicht zu 
arbeiten.

A. PCB 
B. Heizelement

Bitte überprüfe zu-
erst das PCB, wenn 
dort keine Proble-
me vorliegen, dann 
wechsle bitte das 
Heizelement aus.

Defektes Display 
am Bildschirm.

PCB Bitte wechsle das 
PCB aus.
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Versorgungsspannung AC 220-240 V 50/60Hz

Max. Leistung 1800 W

Kapazität 5,5 l

Steckerart VDE

Funkfrequenz 2,4 GHz

Funkprotokoll WiFi IEEE 802.11 b/g/n

Typ. Funkreichweite 25 m (innen)

Funkstärke max. 100 mW

Abmessung (L x B x H) 400 x 294 x 332 mm 

Temperaturbereich 80 bis 200 °C

Bedienungmöglichkeiten Drucktasten, App
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Menu Menu 
Order
(Press)

Default
Time

Default
Tempera-
ture

Screen 
Display 
Icon

Suggested 
Amount

Fries 1st Time 25 Min. 180 °C Fries & 
180 °C

350 g

Frozen 
Fries

2nd Time 30 Min. 180 °C Frozen 
Fries & 
180 °C

350 g

Fish 3rd Time 12 Min. 200 °C Fish & 
200 °C

300 g

Steak 4th Time 25 Min. 180 °C Steak & 
180 °C

500 g

Poultry 5th Time 25 Min. 200 °C Poultry & 
200 °C

500 g

Nuggets 6th Time 29 Min. 200 °C Nuggets 
& 200 °C

300 g

Note: Above are for reference only, you can set according to 
your own needs.

Adjusting Temperature









10





11



Storage

	Unplug the appliance and let it cool down completely.
	Make sure that all the parts are cleaned and dry.
	Push the power cord into the storing capsule. Affix the  
 cord by inserting it into the back of the unit.

IMPORTANT: Do not immerse unit in water or attempt to 
cycle through dishwasher.

The outer surface may be cleaned by wiping carefully with a 
damp dishcloth or sponge. Make sure unit has cooled com-
pletely prior to cleaning.

12 Trouble shooting & maintenance guide

Problem 
description

Possible cause(s) solution(s)

The ess Smart Co-
oking Air Fryer is no 
power.

A. The appliance is 
not plugged in.
B. Thermosat
C. Fuse

Check if the Digital 
6-Qt Air Fryer is plug-
ged in.If yes, need 
to check if the ther-
mostat open.If the 
thermostat is open, it 
will be in restoration 
after cooling down.
If the thermostat 
did not open, please 
kindly check if the 
fuse is burnt.If the 
fuse is burnt, please 
change the fuse.

E1 or E2 showed on 
the screen.

NTC Please change the 
NTC.
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No Sound. Speaker If the speaker is bro-
ken, please change 
the speaker.

Fan Icon does not 
rotate.

Motor or PCB Check if the motor 
is nomal, if it is not, 
change the motor.
If the motor is no 
problem, please 
change the PCB.

Button‘s not avai-
lable

PCB Please change the 
PCB.

E3 is showed on the 
screen.

PCB Please change the 
PCB.

Pull out the basket, 
ess Smart Cooking 
Heißluftfritteuse 
does not stop wor-
king.

Micro-switch Please change the 
micro-switch.

Press the start but-
ton, but ess Smart 
Cooking Heißluft-
fritteuse does not 
start to work.

A. PCB 
B. Heater

Please check the 
PCB first, if PCB no 
problem, then please 
change the heater.

Defective display on 
screen.

PCB Please change the 
PCB.
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13 Technical Data

Supply voltage AC 220-240 V 50/60Hz

Max. power 1800 W

Capacity 5,5 l

Plug type VDE

Radio frequency 2,4 GHz

Radio protocol WiFi IEEE 802.11 b/g/n

Typical radio range 25 m (innen)

Radio strength max. 100 mW

Dimension (L × W × H) 400 x 294 x 332 mm 

Temperature range 80 bis 200 °C

Control Drucktasten, App

14  Recycling

Do not dispose of electrical appliances as unsorted municipal 
waste, use separate collection facilities. Contact your local 
government for information regarding the collection systems 
available. If electrical appliances are disposed of in landfills or 
dumps, hazardous substances can leak into the groundwater 
and get into the food chain, damaging your health and well-
being.

15 Declaration of Conformity

The manufacturer herewith declares that the product com-
plies with the stipulations of the Directive 2014/53/EU of the 
European union. For complete text of this declaration go to 
the following internet address: www.wesmartify.de




