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DESCRIPTION

e Recessed mounting, high colour rendering fixture, designed with adjustable Gimbal.
e A cosmetic variant of Gimbal 2, with a shallow snoot around the lens.
e Retains all the features of Gimbal 2.

SPECIFICATIONS

Colour Temp 3000K 4000K 10[0]0] ¢

LED Quantity 1COB LED

Input 24VDC

Wattage 4W / 8W

Lumen Output 360lm@ 4W / 720lm@ 8W 400lm@4W / 800im@8W 420lm@4W / 820lm@8W

Efficacy 92 Im/W 102 Im/W 105Im/W

Beam Angle 20°/30°/ 45°

Lamp Life 50,000hrs

® 34" (80mm)
4W: 1” (25mm) mounting depth / 8W: 2” (50mm) mounting depth

Dimensions

Cut-out ©2 3/ (67mm)

Environment Dry

Warranty 5 years - see published warranty terms for details

* Product specifications subject to change without notice.

MODEL WATTAGE BEAM ANGLE COLOUR TEMP FINISH
30123-3 — — — —
4: AW 20: 20 Deg 27:2700K BK: Black
8: 8W 30: 30 Deg 30: 3000K PL: Polished
45: 45 Deg 35:3500K SL: Silver
40: 4000K CU: Custom
50: 5000K

Example: 30123-3-4-20-27-BK = 30123-3, 4W, 20 degree beam angle, 2700K, black finish
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WIRING DIAGRAM - For reference purposes only. Not for installation. Not to scale.
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Description

A Gimbal 3 E RPS-VLM60W-24, RPS-VLM100W-24, Hardwire power supplies
maa RPS-LPV-100-24, RPS-LPV-60-24, 60W / 96W / 100W
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