Part #:RPS-LV96-24T-1227-))

LED Power Supply
Dimmable 96W Constant Voltage 24V Magnetic
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SPECIFICATIONS

FEATURES

+ QOverload protection with reset
» Suitable for indoor and outdoor use
* Operating temperature range: -20°C to 40°C (measured at case)

120-277VAC(universal)

Knockout wiring compartment 96W
For best dimming performance, use a CL-style dimmer (Please check dimmer S —
minimum load requirement) Qutput Voltzge 2B
* 120VAC and 277VAC tap all-in-one ) —
= Field or factory installable unit BRI EnE L
+ Rated for Outdoor Use (Rain Tight) S
* Equivalent to NEMA 3R rating Dimming MEVIRING
WIRING DIAGRAMS SRl
Po >0.80
120V TAP CONNECTION
Effi 2%
WHITE & (N)
Environment P20
AT e EEe ]
Certification UL
BLACK 120vac_ (1) | POWER i bencaci
FEED (- (BLACK) UNITS 5 years - see published warranty terms for details
27TVAC L) BLACK e * Product specifications subject to change without notice.
(ORANGE)
ORDERING INSTRUCTIONS
277V TAP CONNECTION —
WHITE & (N)
FEED (WHITE) RED (_B
| EEEEEEE— RPS-LV96-24T-1227-1)
120vac (1) | POWER
(BLACK) UNITS
BLACK avac (L) BLACK &)
FEED o  (ORANGE)

Be sure to cap off the unused input tap

www.revlite.com
info@revlite.com
Phone: 416-299-7211

=l

Revlite Technologies Inc

50 Ironside Crescent, Unit 1
Toronto, ON M1X 1G4

LISTED



