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C ! LED Linear Light - Monolith Series

Revlite Technologies Inc

RL-SL-400

Features

« Ultra Slim at 11mm x 11mm cross section

« Light output is monolithic dot free with high CRI

« Simple tool free assembly to daisy chain unlimited combinations

-y of smooth linear light
- - ’ « Monolith allows direct linking or split (wire) linking of runs up to
5M (16.4 Ft) in length without light drop off.

Surface or flush (recess) mounting with magnets or bracket option.
Multiple CCT options, High lumen efficiency, multiple lengths for
simple on site configuration
Dimmable with linked PWM module
UL, CE and RoHS approved, 5 year warranty and lifespan of
50,000 hours.

»

Application

« Accent Lighting.

» Show case & stock shelves.
« Retail & Supermarket.

« Backlighting.
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LED Linear Light - Monolith Series

Specification Dimension / Diagram
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Part No. D I
ATt st (Lighting area) (Overall length) | [(Power plug included) (Width) (Height)
L100xW11XH11.8mm , : ,
RL-SL-400-0100 | (13 940 43KH0 4ein] | 100mm [3.94in] | 106.1mm [4.18in] 120mm [4.72in]
L200xW11XH11.8mm , . _
RLSL-400-0200 | (7 aowo 4oxH0 dgmn] | 200mm [7.87in] | 206.1mm [8.11in] 220mm [8.66in]
L300xW11XH11.8mm . g 1
RL-SL-400-0300 | (1m0 43XH0 dgry | 300mm [11.8in] | 306.1mm [12.1in] 320mm [12.6in]
L580xW11XH11.8mm . A . Timm 11.8mm
RL-SL-400-0600 | 5 g0 aowio o] | 560mm [22.8in] | 586.1mm [23.1in) 600mm [23.6in] [0.43in] [0.46in]
L88OXW11XH11.8mm . .
RL-SL400-0900 | (i wowiodon) | 880mm [B46inl | 886.1mm 340in] | g0 ae i
L1180xW11XH11.8mm . o
RL-SL-400-1200 | ([ 4u'c w0 43XHO4oin] | 1180mm L46.5in) | 1186.Tmm [48.7in] | 1200mm [472in]
L1480xW11XH11.8mm o
RL-SL-400-1500 | (g s ino syt icoen) | 1480mm [58.3in] | 1486.Tmm [58.5in] 1500mm [59in]
General Parameters
Part No. Dimension LED Type | LED Q'ty | Color/Material i IP Rating Opergting Lifespan | Warranty
Method Ambient
L100xW11XH11.8mm
RL-SL-400-0100 | 1y 3 94w0.43XHO.46in] Rl
L200xW11XH11.8mm
RL-SL-400-0200| (7 7,W0.43XH0.46in i
L300xW11XH11.8mm
Blsale408-0500 [L11.8xW0.43%XH0.46in) o ot Surface or flush (SD'ODDH@
: L70B50
L580xW11XH11.8mm mountingby magnet/ IP20
-SL-400- base -20~ - 5years
RL-SL-400-0600 | oot o ay | SMD 2835 | 126 pes o B | srconetemetsl shestf | {0 20~45C | Te<=65T y
L8BOXW11XH11.8 D bracket P
SL-400- x -8mm f LED pin.
RL-SL-400-0900| (34 ¢,w0.43XHO.46in) 187 pea e
L1180xW11XH11.8mm
RL-SL-400-1200 | ( 44 50 43XHO.46in] 252 pes
L1480xW11XH11.8mm
RL-SL-400-1500 | (; 58 34w0.43XH0.46in] i
Photoelectric Parameters
0 0\7:'2229 CCT/ Luminous Flux+10% | Luminous Efficiency Beam
pank N Fowar sl RE Wavelength | (3500K/4000K/5000K) | (3500K/4000/5000K]| CR' | Angle
RL-SL-400-0100 1.25W 88lm
-SL-400- 2.5W
RL-SL-400-0200 SR 176lm
RL-SL-400-0300 3.7W 3000K + 150K 259(m
3500K £ 200K .
RL-SL-400-0600 8w DC24V / 4000K £.200K 560lm 70lm/W =90 120
RL-SL-400-0900 12W 5000K 300K 840Lm
(3 SDCM) —
RL-SL-400-1200 16W 1120lm
RL-SL-400-1500 20W 1400Im

Note 1: Luminous flux difference, for CCT 2700K is 10% lower; for CCT 3000K is 5% lower, compared with CCT 3500K/4000K/5000K.

Note 2: MacAdam ellipse color bin in 3-SDCM definition, for CCT 2700K is Cx=0.4632, Cy=0.4105, Major Axis=0.0081, Minor Axis=0.0042, Ellispse Rotation Angle=53.7°;
for CCT 3000K is Cx=0.4349, Cy=0.4006, Major Axis=0.00834, Minor Axis=0.00408, Ellipse Rotztion Angle=53.22°; for CCT 3500K is Cx=0.4126, Cy=0.3928, Major Axis=0.00927,
Minar Axis=0.00414, Ellipse Rotation Angle=54°; for CCT 4000K is Cx=0.3857, Cy=0.3816, Major Axis=0.0093%, Minor Axis=0.00402, Ellipse Rotation Angle=53.72°;
for CCT 5000K is Cx=0.3508, Cy=0.3599, Major Axis=0.00822, Minor Axis=0.00354, Ellipse Rotation Angle=5%.62°. Page 2
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LED Linear Light - Monolith Series

RL-SL-400-T-177-090 RL-SL-400-C-177-171 RL-SL-400-DIM
T Fixture + Fixture _In-line touch dimmer
(24V, 3.55W, 260lm,CR190, Max.5M) 24V, 4.46W, 310lm, CR190, Max. 5M) Shog’t’;fcr‘h1;::§f1}§§fs l‘i}';’;”t‘(';;gc:f/;':gionf’ming

Option 2: 3-step dimming 10%-50%-100%
Short touch for different states off-10%-50%-100%-off
[Max. 72W/24V in a row]

-

RL-SL-400-LW-094-092 RL-SL-400-L0-096-093 0R L-SL-BR-45
Corner-in-fixture Corner-in-fixture 45" angled bracket
(24V, 2.22W, 155lm, CR190, Max.5M) (24V, 2.22W, 155Ilm, CR190, Max.5M)

RL-SL-1000-M RL-SL-6P-DB RL-SL-SBF
1m power cable + AMP male plug ‘6-ports distribution box with AMP female Side/bottom feed fixture + Open end
- plug +0.15m cable in open end [ 24V, 1.25W, 88lm, CRI90, Max.5M |

(Max. 72W/24V)

—

-
|-\

Square loop assembly diagram (power on side/bottom feed)
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LED Linear Light - Monolith Series

Accessory

RL-SL-400-BR RL-SL-400-EC RL-SL-400-DC
Bracket + Screw End Cap 0.15m Power Cable + DC Jack

RL-SL-400-J RL-SL-400-DC-1500 RL -SL-150-HW
0.15m Jumper 1.5m Power Cable + DC Jack 0.15m Power Cable + Open End
) (White: positive+, Gray: negative-)

RL-SL-400-ER-089-083 RL-SL-400-EL-089-083
L Fixture [24V,2.22W,155lm,CRI90,Max.5M) L Fixture (24V,2.22W,155lm,CRI90,Max.5M)

ORDERING INSTRUCTIONS

MODEL LENGTH COLOUR TEMP
RL-SL-400 — —
0100: 100mm 27: 2700K
0200: 200mm 30:3000K
0300: 300mm 35:3500K
0600: 600mm 40: 4000K
0900: 900mm 50: 5000K

1200: 1200mm
1500: 1500mm
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LED Linear Light - Monolith Series

Connection

Non-dimmmable Method

Power Supply

Max. 5 meters [16.4ft]
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Dimmable Method

Option 1: External Controller
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Max. 5 meters [16.4ft]
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Max. 5 meters [16.4ft]

Option 2: In-line Touch Dimmer

A\ X x . =
Q\%g }’"f e e — ]

Power Supply
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%/ Power Indicator

Touch Area o

Max. 5 meters [16.4ft]
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