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GARRETT:  The Global  Leader  of  Secur i ty  Meta l  Detectors  and Checkpoint  Screening

Tactical Hand-Held Metal Detector

T h e  T H D i s  t h e  m o s t  r u g g e d ,  c o m p a c t  m e t a l
d e t e c t o r  o n  t h e  m a r k e t .   W i t h  a  3 6 0 °  h i g h l y -
s e n s i t i v e  d e t e c t i o n  a r e a  a n d  s i l e n t  s c r e e n i n g
m o d e ,  t h e  T H D i s  t h e  p e r f e c t  m e t a l  d e t e c t o r  f o r  a l l
l a w  e n f o r c e m e n t  o p e r a t i o n s .

www.garrett .comVisit us online at

Garrett Metal Detectors is the only
manufacturer to offer free training in metal
detection checkpoint screening.  Now, you can
learn from the industry’s leading team of metal
detection experts, call today to enroll in The
Garrett Academy.

APPLICATIONS
Airports
Prisons
Correctional Facilities
Public and Private Buildings
Schools
Stadiums/Concerts

Sporting Events
Bars and Clubs
Transportation Terminals
Loss Prevention
Corporate Security
Historical Landmarks

• Ultra sensitive response time to metal objects

• Accurate detection of all ferrous, non-ferrous and 
stainless steel weapons, contraband and other 
metallic objects

• 360° detection area

• Does not require adjustments

• Silent Vibrating / Red LED Mode

• Bright LED flashlight for low light and night 
operations

• Sealed waterproof construction

• High impact case with molded rubber grip

• Easy ON / OFF battery cover

• 9V battery (included) operation

• Ballistic weave holster (included) mounts easily on 
belt or in car

FEATURES



Visit us online at

SPECIFICATIONS

Operating Temperatures
-35°F (-37°C) to 158°F (70°C)

Water and Dust
Meets IEC 529 IP66 standards

Operating Frequency
95 kHz

Tuning
Automatic

Indicators
Silent / Vibration
LED Alert Lights

Green: Power ON
Amber: Battery LOW
Red: ALARM condition

Controls
Power switch (ON / OFF)
LED flashlight (Momentary)

Battery
Single 9 volt battery provides up to 80 hours of operation.
Optional NiMH Rechargeable provide up to 25 hours on each
12-hour recharge

Dimensions
Length: 8.43” (22 cm)
Thickness:  1.625 (3.8 cm) tapered to 1.125 (2.9 cm)
Scan Area: 3.5” (8.0 cm) Long; 360° plus tip
Weight: 6.4 oz. (.2 g)

Warranty
Limited, 24 months parts and labor

THD

The THD meets CE and other international standards for electromagnetic compatibility
and safety.

Extensive research has found no information that would indicate Garrett products have
adverse effects on pregnancy or medical devices or magnetic recording media.
Directives of physicians and medical device manufacturers must be followed.
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REGULATORY INFORMATION

Rechargeable Battery Kit - Includes two (2) 
Cadmium free Ni-MH batteries and charger:

110V (Model # 1612000)
220V (Model # 1612100)

ACCESSORIES

360° Detection 
Area with tip
pinpointing

Red Alarm
Light

LED
Flashlight

Button
ON/ OFF

Button

Green Ready light turns 
Amber when battery is low

Rubber, Weatherproof 
Handle

Screw
ON/OFF

Battery Cover
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LED Flashlight

360° Detection AreaTip Pinpointing

Ballistic weave holster (included)
mounts easily on belt or in patrol car


