
HANDLERS 
LATEX POWDERED EXAM GLOVES SPECIFICATION 

CE SIMPLE DESIGN 

Manufactured to  ASTM D3578-05 
ISO 9001:2008 
ISO 13485:2003 + AC:2009 
Directive 93/42/EEC  
Food Approval EC 1935/2004 
EN455 1,2 & 3 
AQL1.5 

Description 
Powdered Examination Glove 

Dimension (mm)    XS   S  M  L     XL 
Width of palm   70-75 80-85    90-95    100-105    110-115

Thickness (Min) Cuff  0.07    0.07     0.07   0.07   0.07 
±0.01  Palm  0.09    0.09     0.09   0.09   0.09 

Finger  0.12    0.12     0.12   0.12   0.12 

Length (Min)  240     240      240  240   240 

Weight (gr)  4.0      4.4  5.0  5.4    5.8 
±0.2 

Tensile Properties Before Ageing After Ageing 
Tensile Strength Min.18 MPa Min.14 MPa 
Elongation %  Min. 650 Min.500 

Protein Levels 
Powdered Exam Max.200  

Chemical Composition 

Natural Rubber, Potassium Hydroxide KOH, Sulphur S, Zinc Dibutyldithiocarbamate ZDBC, Zinc 
Diethyldithiocarbamate ZDEC, Zinc Oxide ZnO, Hindered Phenol, Titanium Dioxide Ti O2 

Lubricating Powder – Not genetically modified 

An absorbable dusting powder specially processed from cornstarch.  It is highly resistant to swelling in hot 
water, steam and chemicals.  This powder can be subjected to most sterilisation procedures without any effect 
on the unique characteristics of the powder. 

Packaging 

• 100 gloves per dispenser box

• 10 dispenser boxes per case

• Dispenser Box Dimension : 220 x 110 x 67 mm – weight 5 grams

• Carton Dimension : 350 x 227 x 227 mm - weight 290 grams


