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COLD WATER PRESSURE WASHERS > GAS POWERED

Cleaning on the go.

The perfect accompaniment to Kärcher's HD Series Gas and Teton 
Series direct drive pressure washers – these mild steel skids offer 
two configurations:  
 
1. Skid with a 50 gallon water tank and one 100' hose reel 

 or

2. Skid with two 100' hose reels.  
 
The HD Series Gas skids fit within a standard UTV / ATV bed and work 
with three different direct drive aluminum pressure washers to offer 
ultimate portability and usability for various applications.

HD SERIES GAS SKID

Features

 � 50 gallon water tank (HD Pallet Skid with Tank only)

 � Forklift holes

 � Includes skid feet

 � 1 to 2, 100' hose reels

 � Fits within standard UTV/ATV bed

 � Assembly required

TECHNICAL DATA

Model Part No. Frame Material Description
Compatible Pressure Washer  
(sold separately) Ship Weight (lbs)

Ship Dimensions  
(L x W x H) Inches

HD Pallet Skid 
with Tank

9.807-833.0 Mild Steel 50 gal water tank  
and 1 hose reel

HD Series Gas direct drive
HD 3.0/27 G (9.807-719.0)
HD 3.5/35 G (9.807-720.0)
HD 3.5/35 G (1.107-421.0)
HD 4.0/40 G (9.807-721.0)
HD 4.0/40 G (1.107-429.0)
HD 4.0/40 Ge (9.807-722.0)
HD 4.0/40 Ge (1.107-435.0)

Teton Series direct drive
HD 3.0/27 G Teton (1.107-398.0)
HD 4.0/40 G Teton (1.107-399.0)
HD 4.0/40 Ge Teton (1.107-400.0)
HD 3.5/35 G  Teton (1.107-440.0)

185 40 x 48 x 35

HD Pallet Skid  
with 2 Hose Reels

9.807-838.0 Mild Steel 2 hose reels 172 40 x 48 x 35

*Pressure washer sold separate.

OPTIONS (FACTORY INSTALLED)

Order No. Description

 8.923-105.0 Rubber feet kit

 8.923-107.0 Inlet filter kit

 8.923-106.0 Lifting eye bolts kit

 8.923-108.0 Three-way valve kit

  Included   Optional


