WOOD REQUIREMENTS FOR FENDOCKS

STANDARD DECKING (DECKING SITS INSIDE RAIL CHANNEL)

2" X 6" CEDAR - 12' LONG

1"X3"OR 1" X 4" CEDAR - 12' LONG

2" X 4" CEDAR - 12' LONG

24 X 4 PACKAGE REQUIRES | 16 PCS 0 4PCS
32 X 4 PACKAGE REQUIRES  22P¢s - 6 PCS o
24 X 6 PACKAGE REQUIRES 24 PCS 5 PCS -
32 X 6 PACKAGE REQUIRES 32 PCS 7 PCs
16 X 4 DOCK REQUIRES ~ 11PCS N 3pcs B ]
24 X 4 DOCK REQUIRES | ] 16 PCS 4 PCS
16 X 6 DOCK REQUIRES 16 PCS 4 PCS
24 X 6 DOCK REQUIRES 24PCs 5 PCS -
DECKING ON TOP OF RAIL
24 X 4 PACKAGE REQUIRES B 16 PCS i T 4 PCS
32 X 4 PACKAGE REQUIRES | 22 PCS 6 PCS
24 X 6 PACKAGE REQUIRES - 24pCs N 5PCS 4 PCS
32 X 6 PACKAGE REQUIRES ] i 32 PCS 7 PCS 6 PCS
| | i S L
16 X 4 DOCK REQUIRES 11 PCS 3 PCS
24X 4 DOCKREQUIRES } 16 PCS - - 4 PCS
16 X6 DOCKREQUIRES 16 PCS | 4 PCS 3PCS
24 X 6 DOCK REQUIRES | 24 PCS 5 PCS 4 PCS
DECKING FOR 12' DECKS (ON TOP OF RAIL) '
16' X 12' DECK REQUIRES - 32 PCS 6 PCS
24' X 12' DECK REQUIRES 48 PCS 8 PCS




WOOD REQUIREMENTS FOR FENDOCKS (CONT'D)

FLOATING DOCKS

8 X 8 FLOATING SWIM RAFT

2" X 6" CEDAR - 8' LONG

1" X 4" CEDAR - 8' LONG

16 PCS 3 PCS
16 X 8 FLOATING DOCK 32 PCS 6 PCS
12' X 3' FLOATING RAMP* 12 PCS 3pCs -

*(Three sections of our standard 4' decking




