SKU: DEP 0005

Deploy

The Deploy is a mobile workstation
with up to 16U of vertical rack-mount
space. Ideal for both studio and
on-location use, the Deploy is fit for
travel with INOVATIV’s EVO Wheel
System on the front and 20" traction
wheels in the rear. EVO Wheels swivel
for navigation, include foot brakes
for safety, and can be removed if
needed. The 20" rear wheels improve
mobility over uneven surfaces or
rugged terrain.

KEY FEATURES

16U of Rack Space
+ Accessible from Both Front and Back

Integrated Accessory Mounting Systems
+ Center Mast Bracket
+ Dual Rear Tube Accessory Mounts
+ Rear Crossbar with 3/8"-16 and 1/4"-20
Mounting Points
+ 3/8"-16 and 1/4"-20 Throughout

Compact Mobile Design
+ Extendable/Collapsible 45" Work Surface
+ Height Adjustable 360° Quick Grips
+ Bolt-On Load Handles

Superior Wheel Systems
* Front EVO Wheels & Foot Brakes
+ Rear 20" Traction Wheels

Premium Turnkey Construction
+ Stainless Steel Hardware
+ Combo-Locking Bottom Drawer
+ Separable Top and Bottom Halves
+ NEW Anodized Aluminum Pull Handles

COMPATIBLE ACCESSORIES

INSIGHT Monitor Mount Two Stage Riser

QR System Medium Cable Hooks

X INOVATIV

SPECIFICATIONS

Dimensions

35"L x45.25"Wx 42.5"

35"L x27.50"W x 42.5"
21.25"L x21.125" W

21.25"L x45.125" W

11.625"L x 17.625" W x 5.250" H
21.00"L x 19.00" W x 14.00"H
21.00"L x 19.00" W x 14.00"H

Assembled, Wings Extended
Assembled, Wings Collapsed

Top Working Surface, Wings Collapsed
Top Working Surface, Wings Extended
Bottom Drawer Internal Dimensions
Rack Dimensions (Top Half)

Rack Dimensions (Bottom Half)

Rack and Frame

10/32 Tapped Steel Rack-Rail

16U of Industry-Standard 19" Rack Space / 21" Depth

(22) Integrated 3/8"-16 Threaded Mounting Holes (Frontside Frame)
(16) Integrated 3/8"-16 Threaded Mounting Holes (Backside Frame)
(16) Replaceable 3/8"-16 Accessory Bars

Weight and Payload
Product Weight: 102 Ib
Payload Capacity: 600 Ib

Tower Rack System Pro Monitor Mount (VESA)

Large Cable Hooks
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